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(54) INTERLABIALPADINDIVIDUAL PACKAGING VESSEL 

(57) The present invention relates to an interlabial 
pad Individual wrapping container of such a stmcture as 
facilitates surely and sanitarily fixing and unfixing an in- 
terlabial pad between labia, and an interlabial pad indi- 
vidual wrapping body, and provides the interiabal indi- 
vidual wrapping container which can be used as a pre- 
ferred handling member at the time of fixing or unfixing 

the intertabial pad. 

Two fingers of the left handare inserted inlhe finger 

insertionopenin9s(13A,13B)tomiedfromthebeltbody 
12 attached on the wrapping container, the wrapp^ 
comBiner(l) isseparatedinto thesectlons (1A)and (IB) 
along the separation part (15) by opening these fingers 
to the left and right; a.id in this state as it is. the action 
for fixing the interiabal pad (2) held on a linger of the 
right hand is perfom-ied. 



FIG. 7 
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Des^Uon 

Background of the Invention 
Technical Field 



10001] The present invention relates to a wrapplnq 
contemerfor Individually wrapping an interiabial pad of 

suchastnicture as facilitatessurelyandsanitarily fixing 
and unfaing the intertabial pad between the labia and 
an individual wrapping body of the interiabial pad. 

Background Art 

[0002] Conventionally, a sanitaiy napkin and a tam- 
pon are used generally as female sanity products 
Here, there have been great efforts to prevent the leak 
of menstrual Wood from gap caused by poor adhesion 
near the ostium vaginae as for the sanitaiy napkin 
Moreover, as for the tampon, there have been gieat ef- 
forts for relieving the foreign feeling and the discomfort 
when wearing the sanitary products and inten«ginal 
wearing trouble due to the nature of those producb 
[0003] Undersuchsituation.sanitaryproductsofthe 
interiabBi pad have attractedpeopleasasanitaiy prod- 
uct positioned between the sanitary napkinand the tam- 
pon in recent years. 

[0004] The interiabial pad Is fixed by Inserting ft be- 
tween the labia, having characteristics that it is difficult 
to cause the leak of menstrual blood because of higher 
adhesion to the body than that of the sanita^ n^kln 
and psychological resistance thereof on wearing Is low- 
er than that of the tampon which is inserted Into the va- 
gina 

[0005] Here, as to such an intertabial pad, develop- 
menb and arrangements concerning the materials 

raSrrr''''''''''"P'''^''"^''«'««^«'''S"'fi'^nt. 
[0006J The present invention has been made consid- 
enng the problems as the above, and the puTJose is to 
provide a preferred wrapping container for wrapping the 
LltS " ' "^'^ """^""O Of the 



[0007] Moreover, another purpose is to provide a 
wrapping container which can smoothly be held on a fin- 
gertip at the time of opening the wrapping container of 
the intertabial pad having a finger insertton opening. 

DIsctosure of the Invention 

[0008] In order to solve the problems as mentioned 

above.accordlngtothepresentlnvention,theintertabial 
pad wrapping container is characterized in that it not on- 
ly serves as a finger cot when the intertabial pad is fixed 
in, but also permits an wrapping container opening ac- 
lon and a finger cot fixing acUon atthe same lime. 
10009^ Moreover, the wrapping containeris alsochar- 
acterized in that to the interiabial pad provided with a 
fmger mseition opening for being fixed on the tip of a 
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finger, the wrapping container opening action is an ao- 

ftonitselfto smoothly insertafingerinto the fingerinser- 
Hon opening as ills. " 

5 the following arrange- 

mni f ^Tt^ "^"""^ P'^^^"' '"ve'-'on 
poll] (l)Awrappingcontainerforindividuallywrap- 

pmg an intertabial pad. comprisingaseparallon portion 
tor separating the wrapping container into two separat- 
ed sections, wherein: each separated section after the 

» separationtumsuptobeanoperatkjnmemberforwear- 
ing or removing said intertabial pad 

[0012] According to the wrapping container for indi- 

wdua^^r wrapping the intertabial pad (hereafter, simply 

15 ^^*f*'^9«'"'«'"«0relatingtothepresentin 
ventton, the wrapping container of the interiabial pad is 
nwde multi-functional only by arranging a separation 
part for separaUng the wrapping container into suitable 
sees and shapes. NameV, the separation part is ar- 
ranged on the wrapping container so that the wrappinq 
» container is suitable as an auxillaor member for fain^ 
unfixing the intertabial pad in«rom labia. For example 
a separation ratio etc. of the wrapping container sepa- 
rated by the separation part are detemilned so as to be 
surtab e for such a separation part to exert its effect 

■n,erefore.theindividuaiwrappingcontainerpossesses 
not only its original functk)n that it pennlts to singly, san- 
itanly, and easity carry onV the interiabial pad to be 
used, but also the function that it can be used for fixing 
and unfixing the Intertabial pad. ahditpemiitsto perfon; 
santenly fixing and unfixing the intertabial pad without 

fMir?,f ^"""'"^ another finger cot on the finger. 
IUU13J (2) The wrapping container tor indivlduaRv 
wrapping an intertabial pad of the aforementioned (1) 
wherein: saw wrapping container is provided respec- 
3* tively with afingerinsertlon portion for inserting a finger 
respecthfely in aportion becoming respectlveV an sep- 

armedsectionafterthe separation; and inastate where 
said wrapping container is separated into respective 
separated section at the separation portion, the finger 
IS inserted in the finger insertton portion of respectL 
separated sections which turn up to be an operation 
rnember for wearing or removing said intertabial pad 
[0014] According to the wrapping container for indi- 
vidua^ly packaging an intertabial pad (hereafter, simply 
called a wrapping container) relaUng to the present in- 
vention, the wrapping container is provided with a sep- 
aration part for divWing the wrapping container itself in 
Jivo there, and finger insertion parts pemiitting to insert 
fingej^therein in each part divided by the separation 
« part. Therefore, a wearer can easily separate the wrap- 
ping wntalner into two pieces by firetly Inserting two fin- 
gers (for example, an index finger and a middle finger) 
into such insertfon parts, respectively, and then opening 
the two fingers to the left and right, and also in this setK 
aratedstate,thepiecesoftheseparatedwrappingcon- 
teinerarefixedbnthetipsofthefingersasaresultAnd 
by maintaining this state, it becomes possible to fix and 
unfix the intertabial pad using the sections of the divkied 
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and separated wrapping container. 

[00151 Here, since the labia differ in form among indi- 
viduals, fixing procedures are sometimes different when 

the intertabial pad is fixed. For example, in the <ase of 
a wearer having a separate type iabla shape, she can 
direcByfixthe intertabial pad in the labia by bending the 
posture.On the otherhand.in the case otawearer hay- 
ing a joint type labia shape, the inside of the labia is 
sometimes hardtobeexposedoniy by bending thepos- 
ture, and in such a case, she has to fix the intertabial 
pad therein while forcibly keeping the labia open using 
nngers of another hand which is not holding the interta- 
bial pad. . ^ 
[0016] When a labia opening action i8pertonnnaa.tne 

fingers of the wearer have to come into direct contact 
with the labia. For this reason, dirt on the fingers may 
adhemto the labia, and thisisasanitary problem. More- 
over themucous membrane maybestimulated. On the 
other hand, menstmal blood is apt to adhere to fingere, 
therefore, the wearer is obliged to do such an uncom- 
fortable and troublesome action as washing out the 
menstrual blood adhering to the fingers eweiy time she 
fixes the intertabial pad therein, 
rooin Regardingthispoint,theJapane8eUtilityMod- 

el Provisional Publication61 -232845(232846^986) dis- 
closes a finger cot peelably adhered on a mount as a 
usable one when a tampon is inserted in a vagina. Thus, 
since the lingeis of the wearer are preventedfrom com- 
ing into direct contact with the labia by fixing the inter- 
labial pad by putting on such finger cots on the fingers, 
the labia part can be kept sanitary. Especially, since the 
fingercots are wrapped so as to be put on fingers with- 
out direct contact with the fingers, they have also an ef- 
fect of remartfflbly reducing a risk that the drt on the 
fmgeis adheres to the labia. _ 
[00181 Moreover, the Japanese Utility Model Prow 
slonal Publication 62-9450(9450/1987) discloses such 
a finger cot as is provided with a grip part for preventing 
the fingercotfiom coming offafinger. it has been con- 
sidered that non-contact between the labia and fingers 
may be more secured when such finger cots are used, 
because thefingercotsfixedonthefingertipsatthe time 

of fixing an intertabial pad are prevented from coming 
off the fingers of the wearer. 
[00191 However, since the intertabial pad is fixed be- 
tween the labia whteh are ditlteult to watch, the fixing is 
not necessarily easy. Therefore, since putting on the 
separate finger cots at the time of fixing the Intertabial 
pad as the example described above complicates the 
handling procedure, there is a fear that the fixing action 
may be made more dHfteult. 
[0020] Then, it causes a longer f ixing time if many ac- 
tions have to be done at the time of fixing, and in such 
a case, menstmal blood may drop from inside of labia 
and adheres to an underwear and a toilet bowl or the 
periphery thereof, to make wearer feel uncomfortable 
lor the treatments. 

[00211 Astothispoint, according to the present inven- 



tion the fixing adton can be aided through the use of 
the sections of the torn wrapping container, moreover, 
when using such pieces, they are already heW on the 
fingertips when the wrapping container is separated. 
5 therefore.thewortcpracessforpurposelyfixingthemon 

the fingertips Is unnecessary. Further, when separating 
thewrappingcontainer.thewrappingcontainercan eas- 
ily be torn only by inserting two fingere of a non^Joml. 
nant hand in the finger insertion parts and then opening 
to them to the right and left, therefore, the fixing wortc can 

be speeded up. ^ ^ ■ j 

[00221 Further, when unfixing an used Intertabal pad 

from labia, it is possible to unfix It through the use of an 
intertabial pad to be newly used in order to prevent men- 
15 struai blood from adhering to lingers or prevent the lin- 
qers from contacting the labia. 
[00231 Moreover, a -separattonpart-inthisspecifica- 
tion means what is specified In some fbmi as a separat- 
ed place of the wrapping container, and as a structure, 
ao perforations orthe like which are an alternate arrange- 
ment of torn parts and untom parts, or something to star^ 

tearing the wrapping container by making a cut part at 
the beginning of the separation part can be mentioned. 
[00241 When the separation part is fomied of pertoia- 
25 tions. a slit part is preferred to be 0.5-5mm long and 
3mm wide at the maximum, and an unslit part is pre- 
ferred to be 0.6-5mm tong. In such a manner, it is pos- 
stole to guide the silt direction by the wearer not to do- . . 
viate from the separatton part, and is also possible to , 
30 preventdirtorthelikefrompenelratingintothewfapping 
container from the separation part. Moreover In order 
forthe separatkMi part to be easily slit, ftis preferable to 
bring the separation part Into penetration state in the di- 
rection of thickness. 
3s (00251 AS far as the starting point Of the separabon 
partlomied of perforations is started from one end edge 
of the wrappingcontainer prepared at least for finger in- 
sertion. It does not matter even if the starting point b 
connected up to another and edge or it b arranged only 
40 up to an intemiediate position from the one end edge. 
[00261 The breaking strength of the perforations is 
preferably 0.2-3.0Nfi5mm. more preferably 0.3-1 .5N/ 
25mm. underlhepulllngcondftions of a25mm width and 
loomm/min when the perforations are pulled in the di- 
45 redion orthogonal to the perforations with the pertora- 
tions posiUoned in the center. 
100271 (3) The wrapping container for indwWually 
wrapping an intertabial pad of the aforementioned (2), 
wherein: said finger insertion portion is composed of a 
50 mini sheet piece iof a wrapping container attadied so 
that an opening for Inserting a finger be fomied, with, 
two ormorebondingportions to thewrapping container, 

and one or more non-bonding portions; and 

said mini sheet piece for wrapping container is at- 
55 tachedinastatestridlngacrosssaWseparaHonportion 

. in said wrapping container, or attached respectively to 
both sides of said separation portton. 
[0028] Acconling to the wrapping container for indi- 
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vidualiy wrapping an Intertablal pad (hereafter, simply 
called a wrapping container) related to the present In- 
vention, the finger Insertion part is formed by attaching 
the finger insertion opening part and the following finger 
insertion space part to the wrapping container in a state s 
unconnected to the wrapping container surface. There- 
fore, a wearercan Insert a finger from the opening of the 
finger insertion opening and fix the wrapping container 
on the fingertip (refer to Fig. 7). 

(0029) Whenamini-sheetpieceforthewrappingcon- io 
tamer is made to be a belt-like piece In the present in- 
vention. the belt-lil(e piece is to be attached to the wrap- 
ping container In the state striding over the separation 
part{referto Fig.5). Associated with this, the separation 
part is arranged in the state penetrating both the wrap- rs 

pingcontainer and themini-sheetpieceforthe wrapping 
container In the direction of thickness, therefore it Is 
necessary to take care so as not to damage the mini- 
sheet piece for the wrapping container, 
[0030] IMoreover, in the present invention, a plurality » 
of the mini-sheet pieces for the wrapping container can 
be arranged on both sides bordered by the separation 
part (refer to Fig. 6). Thus, the separation part Is not ar- 
ranged on the mini-sheet pieces for the wrapping con- 
tainer. Namely, the mini-sheet pieces for the wrapping 25 

container and the adheslonpart do not exist on the seih 
aration part, so the breaking strength of the whole sep- 
aratton part can be made almost constant at the time of 
slitting and dividing the separation part. Therefore the 
wrapping container can stably be separated comp^ed 30 
with the case in which a piece of belt-like mini-sheet for 



aration part. 

|0031J The mini-sheet pieces for the wrapping con- 
tainer can be joined to the wrapping container not only as 
with an adhesive, but also by means of heat-sealing ul- 
trasonic sealing, an adhesive tape, or the like 
[0032] Moreover, for easy discrimination of the mini- 
sheet pieces for the wrapping container by a wearer the 
mini-sheetpiecesforthewrappingcontainerare adjust- « 
ed so as to have a different tone and pattern orchroma- 
tBity from those of the wrapping container by means of 
colonng or printing a pattern or the like. 
[0033] (4) The wrapping container for individually 
wrapping an interlabial pad of the aforementioned (3) « 
wherein: said mini sheet piece for wrapping container is 
attached to an outer face side and/or Inner face side of 
said wrapping container 

[0034] According to the wrapping container for indi- 
vidually packaging interiabial pad (hereafter, simply so 
called a wrapping container) related to the present in- 
vention, the wrapping container is provided with the 
mini-sheet pieces on the outer surface orthe inner sur- 
face, or on both of the outer and inner surfaces. 
PW>35J Here, in the present imrention. the wrapping ss 
container comes Into contact with the labia on the inside 
surface. Therefore, in order to realize fixing or unfixing 
of a sanitary mtertabial pad by reducing adhesion of dirt 



and dust to labia. It is especially more preferable to ar- 
range the mini-sheet pieces for the wrapping container 
on the outskle than on the inside. 
I0036J (5) The wrapping container for individually 

wrappingan interlabial padofanyoftheaforementtoned 
(2) to (4), wherein: sakl wrapping container for indhrld- 

ually wrapping an interlabial pad Isawrapplngcontainer 
for individually wrapping an interlabial pad for wrapping 

an intertabialpadhavingafinger insertion opening' and 
the wrapping container for individually wrapping an in- 
teriabial pad is provided with a pre-unwrapped opening 
that allows the finger Insertton openkig of the ftitertabial 
padcontained therein to be exposed naturally at the be- 
ginning of unwrapping of the wrapping containerfor in- 
dividual^ wrapping an Intertablal pad, in addition to said 
separation section. 

[0037] According to the wrapping container for indi- 
vidually padfflging the intertablal pad (hereafter, simply 
called a wrapping container) related to the present In- 
ventfon, the wrapping container is provided with a "pre- 
unwrapped opening- separateV from the separation 
part for slitting up the wrapping container. Since the fin- 
ger insertion opening provided on the enclosed interia- 
bial pad Is exposed by opening such a pre-unwrapped 
opening, the finger insertion opening is brought into the 
state in which a wearer can watch it. Thus, the wearer 
IS then able to insert a finger in the finger insertion open- 
ing immediately after the wearer has opened the wrap- 
ping container ^ 
[0038] Moreover, in the present invention, the "pre- 
unwrapped opening" means what forms an unwrapped 
opening pemiitting to insert a finger in the finger inser- 
tion opening of the intertablal pad through there. In the 

presentinventlon.thesizeof this 1pre^lnwrapped open- 
ing" IS suflKient as long as the wearer can watch the 
finger insertion opening of the interlabial pad through 
the pre-unwrapped opening by unsealing it and she can 
insert her finger In the finger insertion opening, but as a 
size pemiitting to unfnlng the intertablal pad. the pre- 
unwrapped opening may be sized lor permitting to unfix 
the interlabial pad through there. 
[0039] (6) The wrapping container for Individually 
wrapping an interiabial pad of the aforementioned (5) 
composed ofaseries of wrapping sheet wound inawajl 
tofonnaovertapping part whereapart thereof isfoWed 
or of a series of wrapping sheet wound in a way to fomi 
a overtapping part where both ends thereof are super- 
posed each other, wherein: 

said pre-unwrapped opening is formed of said over- 
lapping part. 

[0040] The wrapping container for individually wrap- 
ping the interiabial pad (hereafter, simply called a wrap- 
ping container) related to thepresent inventton is formed 
by folding a wrapping sheet. And. a pre-unwrapped 
opening for opening the wrapping container is fomied 
" lit of both side parts of the folded 
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wrapping sheet. Therefore, a wearer is easily able to 
openthewrappingcontalnerbyopeningtheoverlapping 

part of the wrapping sheet. - 

[00411 As typical methods for folding a wrapping 
sheet, such methods can be mentioned as the wrapping 
sheet folded in three where the interiablal pad Is placed 
approximately in the middle of the wrapping sheet and 
the wrapping sheet is folded inside from both side parts 
thereof (refer to Fig. 1 ), and the wrapping sheet is folded 
In half holding the interiablal pad in between (refer to 
Fig. 9). In these cases, the overlapping part, where the 
side parts of the folded wrapping sheet are layered, 
serves as the pre-unwrapped opening, and is stuck by 
heat-sealing or the like so as to be peelable. 
[0042] Moreover, In order to facilitate unsealing the 
pre-unwrapped opening, in the case of the three-folded 
one. the overlapping part of the wrapping sheet can be 
provided with a stop tape with diy edges thereon, and 
in the case of the double-folded one, the overlapping 
part can be provided with a tab thereon. Thus, since a 
wearer can easily open the pre-unwrapped opening by 
picking up such a stop tape and tab, an action for fixing 
the interiablal pad can be made speedier. 
[0043] (7) The wrapping container for Individually 
wrapping an interiablal pad of the aforementioned (5). 
wherein: said pre-unwrapped opening is composed of 
a broken line whose both ends are connected to said 
separation portion, and a tearing portion formed by tear- 
ing off a part of said wrapping container for individually 
wrapping an interiablal pad along the broken line; and 
the unwrapping is executed by tearing off a part of said 
wrapping container for Individually wrapping an Interia- 
blal pad along the broken line. 
[0044] According to the wrapping container for indi- 
vidually wrapping interiablal pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, the pre-unwrapped opening for fonriing an un- 
wrapped opening Is opened by tearing a part of the 
wrappingcontaineralongabroken line andpulling down 

the torn part. 

[0045] The "broken line" is fonried in an inner side 
than the joining part for sealing the wrapping container 
in the overiapping part of the wrapping sheet, and the 
composition thereof Is the same as the separation part 
described in the item (2). 

[0046] Moreover, when the pre-opening part is com- 
prised of the broken line, it Is preferable to fomi the wrap- 
ping container by folding the wrapping sheet in two. In 
this case, the three edges except the folded part are 
joined by heat-sealing or the like. 
[0047] (8) The wrapping container for individually 
wrapping an interiabialpad of any of the aforementioned 
(5) to (7), wherein: said separation portion and said pre- 
unwrapped opening are positioned to be opposed. 
[0048] According to the wrapping container for indi- 
vidually wrapping interiablal pad (hereafter, simply 
called a wrapping container) related to the present In- 
vention, the pre-unwrapped opening and the separation , 




Here, since the finger insertion part with the finger In- 
sertion openings is arranged In the nelghbortiood of the 
separation part, this allows a wearer to open the pre- 
5 unwrapped opening and insert fingers of her dominant 
hand therefrom into the finger Insertion openings of the 
interlabial pad, while this alsoallows herto insertfingers 
of another hand Into the finger insertion opening of the 
wrapping container. As a result of this, the Interiablal pad 
10 can betaken outof the wrapping containerby usingboth 
hands, therefore, such an unfixing action is made effi- 
cient and smooth. 

[0049] (9) The wrapping container for Indh/iduatly 
wrapping an interiabial pad of the aforementioned (1), 
15 wherein: said wrapping container for individually wrap- 
ping an interiabial pad is a wrapping container for indi- 
vidually wrapping an interiabial pad for wrapping an in- 
teriabial pad having a finger insertion opening; said 
wrapping container Is provided with a pre-unwrapped 
20 opening that allows the finger insertion opening of the 
interiabial pad contained therein to be exposednaturally 
at the beginning of unwrapping of the wrapping contain- 
er, and a separation edge turning to.be said separation 
portion; said wrapping container has a bean sheath 
25 Shape, provided with said pre-unwrapping edge along 
one edge thereof and. at the same time, said separation 
edge is provided along the other edge continuous to this 
pre-unwrapping edge, and a finger cot where a finger 
can be Inserted is formed right and left respective sides 
30 face becoming respectively an separated section after • 
the separation of the wrapping container along said sep- 
aration edge; and In a state where said wrapping con- 
tainer is separated Into respective piece, the finger is 
inserted in said finger cot section portion in respective 
35 piece which turns up to be an operation member for 
wearing or removing said interiabial pad. 
[0050] According to the wrapping container for indi- 
vidually wrapping interiabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
40 vention. when the interiabial pad is folded with the ap- 
proximate center area in the longitudinal direction used 
as an axis and enctosed therein, the pad is shaped to 
be easy to fit. Therefore, this makes it possible to elim- 
inate unnecessary gaps in the wrapping container, and 
45 also make it compact. 

[0051] Moreover, the wrapping container related to 
the present Invention is provided with two finger cots on 
thesideforlnsertlngfingerstherein.Therefore.awearer 

inserts two fingers (for example, an index finger and a 
50 middle finger) in each finger cot. respectively, and then 
opens the fingers to both sides, and can thereby easiV 
sill the wrapping container into two pieces. As a result 
of this the slit pieces are firmly heW on respective fin- 
gers, therefore, this state allows the wearer to fix or unfix 

55 the interiabial pad. Thus, even when the wearer per- 
forms an action of opening the labia or the like, she can 
prevent the labia from touching the fingers. 
[0052] (10) The wrapping container for indlvkJually 
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wrapping an Interlabial pad of the aforementioned (9) 
wherein: said pre-unwrapping edge is composed of a 
broken line whose both ends are connected said sepa- 
ration portion, and a tearing portion formed by tearing 
off a part of said wrapping container for individually 
wrapping an interlabial pad along the broken line; the 
unwrapping of said pre-unwrapping edge is executed by 
teanng off a part of said wrapping container for individ- 
ually wrapping an interlabial pad along said broken line- 
and the starting point of said broken line is disposed irt 
such a place to be positioned near the finger Insertion 
opening of the interfabial pad, when said intertabial pad 
is contained. 

[0053] According to the wrapping container for indi- 
vidually wrapping interlabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, a broken line is formed on a pre-unwrapped 
edge. Therefore, the wearer tears a part of the wrapping 
container along this broken line, and thereby she can 
open the pre-unwrapped edge, which is one edge part 
of the wrapping container, to make the finger insertion 
openings of the enclosed interlabial pad to be exposed 
and can insert the fingers in such finger Insertion open^ 
ings. 

10054] (11) The wrapping container for individually 
wrapping an interlabial pad of the aforementioned (1), 
wherein: said wrapping container composes a flat cylin- 
drical shape longer than Is wide where both ends are 
closed; In a state where said wrapping container is sep- 
arated into respective separated section at said sepa- 
ration portion, the wrapped Interlabial pad Is exposed 
and, atthesametime, theseparation portion of the sep- 
arated respective piece becomes an opening where a 
fingercan be Inserted, and, with a finger is inserted from 
the opening, the separated section turns up to be an op- 
eration member for wearing or removing said interlabial 
pad. 

[0055] According to the wrapping container for Indi- 
vidually wrapping interlabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, the two split pieces themselves serve as the 
finger cots for the Interlabial pad handling members. 
Therefore, as described in the aforementioned (2), this 
an-angement eliminates the need for such a manufac- 
turing processes attaching a mini-sheet piece separate- 
ly, and permits to simplify the manufacturing process 
[0056] Moreover, since the length from the inside of 
the joint part of both closed edges up to the separation 
part IS an insertion length of a single finger, the dimen- 
sion needs to be such a length as each section does not 
easily slip off the fingers inserted from the opening 
namely, theseparation part, before, during, andafterthe 
action for fixing and unfixing the interlabial pad. Further, 
in the state before separation, the length from the inside 
of the joined part of one edge end up to the inside of the 
other edge end needs to have a dimension permitting 
to enclose the intertabial pad. From these, the length is 
preferable to be at least 40mm. more preferably. It is in 



a range of 60-90mm to avoid causing a feeling of too 
much slack. Moreover, it Is customary that, as to the 
joined part at both edge ends of the wrapping container, 
the length from the end of the wrapping container toward 
5 the separation part is arranged within a range of 2-5mm. 
[0057] Also as to a width dimension of the wrapping 
container, the width is preferred to be 20mm or wider 
considering fixation of the enclosed intertabial pad to the 
wrapping container, finger Insertion, and holding ability 
'0 of the inserted state, more preferably, the width is to be 
arranged within a range of 25-40mm. 
[0058] When the separation part is fomrted from a bro- 
ken line, the inten/als between the slits of the broken 
fine are art)itrarily arranged, however, the tear strength 
^5 of the broken line is at least 1 f^Smm or more, prefer- 
ably, it is within a range of 0.2-3.0N/25mm. considering 
that the break of the wrapping container should be guid- 
ed along the broken line; the packaging material should 
not be damaged: and it should have a preservation ca- 
^ pabOity. Moreover, the numerical value is defined as a 
reading of the maximum load when measuring the tear 
strength at a speed lOOmm/min by holding respective 
edge ends with the upper and lower chucks using a ten- 
silon tensile tester and then partly cutting the tip of the 
^5 broken line with scissors. 

[0059] (12) The wrapping container for individually 
wrapping an intertabial pad of the aforementioned (11 ), 
wherein: said separation portion is set In such length 
that the starting point thereof starts from one end edge 
^ and the terminal thereof does not reach the opposed 
other end edge. 

[0060] According to the wrapping container for indi- 
vidually packaging intertabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
35 vention. the separation part is arranged so as to start 
from one edge end of said wrapping container and not 
to be extended up to the other edge end, but to end in 
the neighborhood thereof. To be more concrete, for ex- 
ample, in a portrait form wrapping container, the sepa- 
^ ration partisstartedfromtheedgeend whch is one side 
part in the longitudinal direction, and ended so as not to 
reach the other side part opposite thereto (refer to Fig. 
1 9). Therefore, the wrapping container is not completely 
separated into two before it has been fbeed or unfixed 
« but is maintained as it Is. in the connected state in the 
part where the separation part does not exists. As a re- 
sult of this, to put the separated sections on the finger- 
tips, the two fingers can be inserted in the respective 
sections at the same time, and moreover, one of the see- 
so tions is prevented from being lost, therefore, handling is 
simplified and also speeded up. 
[0061] Moreover, when an interlablaf pad with finger 
insertion openings Is enclosed, the intertabial pad is en- 
closed so that such finger insertion openings are direct^ 
55 ed to the edge end side where the separation part is 
started, and thereby a wearer can watch the finger in- 
sertlon openings Immediately after opening the wrap- 
ping container. Moreover, the range where the separa- 
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tion part Is notprovlded is preferredto beabout2-1 0mm 
from one edge end. 

[0062] (13) A wrapping container for individually 
wrapping an Interlabial pad, comprising a containment 
container torwrapping directly an interlabial, and an out- 
er wrapping container for wrapping an inner wrapping 
body containing the interlabial pad in said inner wrap- 
ping container, wherein: said inner wrapping container 
composes a flat cylindrical shape longer than Is wide 
where both ends are closed; said Inner wrapping con- 
tainer is provided with a separation portion for separat- 
ing said wrapping container into two small pieces; and 
In a state where said wrapping container is separated 
Into respective separated section at said separation por- 
tion, the separation portion of respective piecebecomes 
an opening where a finger can be inserted, and by in- 
serting the finger from the opening, turns up to be an 
operation member for wearing or removing said interla- 
bial pad. 

[0063] According to the wrapping container for indi- 
vidually packaging interlabial pad (hereafter, simply 
called a wrapping container) related to the present In- 
vention, the wrapping container is doubie-stmctured 
consisting of an Inner wrapping container and an outer 
wrapping container, and the inner wrapping container of 
them is a member for aiding the fixing and unfixing ac- 
tions of the wrapping container. Therefore, they can also 
be property used; for example, the inner wrapping con- 
tainer Is used for fixing and unfixing the interiablal pad, 
and the outer wrapping container is used for enclosing 
the used interiabial pad, so menstrual blood having ad- 
hered to the wrapping contairfer can be prevented from 
further adhering to the fingers. 
[0064] (14) A wrapping container for individually 
wrapping an interlabial pad having a finger insertion 
opening, wherein: said wrapping container Is made of a 
wrapping sheet having a pocket portion capable of an 
Interlabial pad of a size and shape allowing to hold by 
pinching between the labia, in a state where the interia- 
blal pad is folded half longitudinally taking the longitudi- 
nal direction of interiabial pad as an axis. 
[0065] According to the wrapping container for indi- 
vidually packaging interiabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, a pocket portion Is formed on the wrapping con- 
tainer beforehand. Therefore, by enclosing an unused 
interlabial pad in this pocket portion beforehand, the in- 
teriabial pad is prevented from falling out when a wearer 
opens the wrapping container to take out the interiabial 
pad. Moreover, by directing the finger insertion openings 
of the interiabial pad toward the opening of this pocket 
portion, the fingers can be inserted in the finger Insertion 
openings making good use of the state in which the in- 
terlabial pad is enctosed in the pocket portion (refer to 
Fig. 30). 

[0066] Moreover, when a wearer holds an Interlabial 
pad on the fingertips by inserting the fingers in the finger 
insertion openings of said interiabial pad to unfix the in- 



teriabial pad .which has been fixed in the labia, she in- 
serts the Interiabial pad in the pocket portion together 
with the fingers at the time of taking out the used inter- 
labial pad from the fingertips, and fixes the interiabial 
5 pad in the pocket portion by picking it from the outside 
(outside of the wrapping container) of the pocket portion 
by the other hand, and she can draw her fingers from 
the finger Insertion openings in that state (refer to Fig. 
31 (c)). In such a manner, the finger can be drawn out 
io without adhesion of menstrual blood or the like to the 
finger. Moreover, the used interiabial pad can be thrown 
away without contact between the menstrual blood and 
the hands of the wearer, and further, since the used in- 
teriabial pad can be enclosed In the Individual wrapping 
i5 container, it looks also sanitary. 

[0067] When the used Interiabial pad is re-held in the 
wrapping container, the menstrual bkjod absorbed in Ihe 
interlabial pad sometimes contacts with the pocket por- 
tion In the neighborhood of Its opening and adheres 
20 thereto. Therefore, the menstrual blood is prevented 
from adhering to a wearer's hand by covering the open- 
ing of the pocket portion by the part other than the pocket 
portion in the wrapping sheet, and tiiis ensures a sani- 
tary treatment. 

25 [0068] Moreover, the wrapping container is preferred 
to be provided with a sealing means such as a stop tape 
on the part covering the pocket portion. This arrange- 
ment makes it possible to surely keep the used interia- 
bial pad enclosed in the wrapping container, and pre- 
30 vents the Interiabial pad from falling out and also pre- 
vents the menstrual blood from oozing, and permits to 
throw it away sanitarily: 

[0069] (15) The wrapping container for Individually 
wrapping an Interiabial pad of the aforementioned (14), 
35 wherein: said pocket portion comprises a place where 
a part of a series of wrapping sheet is bent. 
[0070] According to the wrapping container for indi- 
vidually packaging interiabial pad (hereafter, simply 
called a wrapping container) related to the present in- • 
40 vention, the pocket portion is fonned by folding a part of 
a series of wrapping sheets. Therefore, the pocket por- 
tion communicates with the other parts of the wrapping 
container, and a holding capability of the pocket portion 
to the wrapping container is secured. 
45 [0071] Such a wrapping container fomis the pocket 
portion, for example, by folding one lengthwise end part 
of a series of portrait form wrapping sheets toward the 
surface (inside) where the interiabial pad is to be placed, 
and joining both side edges or one side edge where the 
so wrapping sheets overiap each other on each side. Thus, 
to form the pocket portton, it is preferable to arrange the 
Joined part only in the contact area of the wrapping 
sheets. Thus, the joined part of the wrapping container 
is surely maintained at the time of re-housing the used 
55 interiabial pad. 

[0072] In such aconstitution, the wrapping sheets can 
be folded toward the pocket portion in other part where 
the pocket portion is formed, and it becomes possible 
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to cover the menstrual blood adhering to ^e pocket por- 
tion in the neighlwrftood of its opening when re-housing 
the used intertabial pad in the pocl(et portion, and a nsk 
that menstrual blood may adhere to fingers is reduced. 
[0073] (1 6) A wrapping container for individual wrap- 
ping of an intertabial pad provided with a mini sheet 
piece of intertabial pad forming a finger insertion open- 
ing, and with the vertical direction, wherein: a vertical 
direction means is provided for Indicating the vertical di- 
rection related to the pre-unwrapping portion for un- 
wrapping said wrapping container. 
[0074] According to the wrapping container for indi- 
vidually packaging intertabial pad {hereinafter, simply 
called a wrapping container) related to the present in- 
vention, a top and a bottom cf the wrapping container 
are Indicated. Therefore, a wearer can easily grasp the 
position of the pre-opening part as the place to be un- 
sealed. 

[0075] As to "an vertical direction indfcation means" 
in the present Invention, for example, the following 20 
means can be mentioned such as a visually checkable 
means by printing a patlem or characters, etc. on the 
wrapping container and a finger-touch comprehensible 
means by arranging ruggedness on the wrapping con- 
tainer by tooling or the like. Heie. by using a company 25 
emblem (house mark) and a company name Instead of 
the pattern and characters, the wrapping container can 
also be provided with the effects of advertisement and 
quality assurance In addition to the above effect (the up- 
per and lower indication of the product), 30 
[0076J In the present invention, "the vertical direction 
related to the pre-opening part" means such a state as 
the suggestion of the vertical direction seenre to indicate 
the position of the pre-opening part as it is, when there 
Is something like a kind of tendency (for example, the 3$ 
upper part is opened more often or the lower part Is 
opened more often) concerning the place where the up- 
per and lower directional wrapping container Is to be 
opened. 

[0077] (1 7) A wrapping container for Individual wrap- 40 
ping of an intertabial pad having different finger insertion 
point according to the personal equation; wherein: a pre- 
unwrapping portion is provided for unwrapping said in- 
divklual wrapping container, said pre-unwrapping por- 
tion is disposed in plurality according to the finger inser- 4S 
tlon point based on the personal equation of said indi- 
vidually wrapped intertabial and, moreover, said wrap- 
ping container is provWed with an unwrapping position 
guide means for guiding the kind of said finger insertion 
position. so 
[0078] According to the wrapping container for indi- 
vidually packaging Interiabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, when a plurality of finger insertion openings are 
an-anged for holding the Intertabial pad on fingertips, the ss 
wrapping container is also provided with plural pre- 
opening parts corresponding thereto, and a wearer Is 
instructed which pre-opening part to open. Therefore. 



before opening the wrapping container, the wearer can 
easily know from the appearance of the wrapping con- 
tainer which pre-opening part should be opened to im- 
mediately insert finger in (he fingers Insertion holes sult- 
5 able for herself. 

[O079J As an "opening position instruction means" in 
the present invention, it may only be such a means as 
the wearer can grasp the optimal pre-opening part, and 
for example, printing and coloring of characters and pat- 
terns or the like, ruggedness by tooling or the like, etc. 
arranged in the periphery of said pre-opening part or all 
the pre-opening parts can be mentioned. 
[0080] (18) A wrapping container for individually 
wrapping an Interiabial pad having a mini-sheet piece to 
form finger Insertion openings, wherein: the pre-un- 
wrapping portton for unwrapping said wrapping contain- 
er is unwrapped by tearing off a part of said wrapping 
container along a broken line introducing the position of 
said pre-unwrapping portion; and the Intertabial pad is 
enckjsed so that said finger Insertion opening is ex- 
posed first, in a state where said pre-unwrapping portion 
Is unwrapped. 

[0081] According to the wrapping container for indi- 
vidually packaging Interiabial pad (hereafter, simply 
called a wrapping container) related to the present In- 
vention, the pre-opening parts are fonmed of broken 
lines. Namely, such broken lines are provided on the 
side inner than the part joined for fomiing the wrapping 
container, therefore, a wearer does not peel the joined 
partofthewrappingcontainerbuttearapartofthe wrap- 
ping container along said broken lines, and can thereby 
unseal such pre-opening part(8) to take out the Interia- 
bial pad. 

[0082] These broken lines have only to show the tear- 
ing position and direction to the wearer, and as to the 
structure, an alternate sequence of slits and non-slits 
like perforations can be mentioned. The broken lines of 
such a stnjcture are preferred to have 0.5 - 5mm long 
slit parts, a 3mm maximum width, and 0.5 - 3mm long 
non-slit parts. Such arrangements can not only guide 
the direction tom by the wearer not to deviate from the 
broken lines but can prevent dirt and dust from entering 
through the broken lines. 

[0083] Moreover, in the present invention, such bro- 
ken lines have only to be arranged within the range to 
fomri a frontage only penmrtting to take out the Intertabial 
pad at least. 

[0084] The breaking strength of the broken line is pre- 
ferred to be 0.2 - 3.0N/25mm when the broken line is 
arranged in the center and is pulled in the directions or- 
thogonal to the broken line under the tensile conditions 
of 25mm width and 1 0Omm/hiin, and more preferably, ft 
isO.3-1.5N/25mm. 

[0085] In order for a wearer to visually grasp the bro- 
ken line with ease, a starting point of the broken line can 
be provided with a printed an'ow or a section in the 
neighbortiood of the starting point different from that for 
the end part (for example, the end part is rounded etc.). 
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[0086] Moreover, by forming the wrapping container 
gradually wider in the direction of the starting point of 
the broken line and narrower in the opposite direction 
on the other hand, it is also possible to attach the mini- 
sheet piece for the wrapping container so that the finger 
insertion openlng(s) is positioned in the direction oppo- 
site to the direction in which the wrapping container is 
formed wider. In such a manner, when a wearer handles 
the wrapping container enclosing the Interlablal pad 
therein, it is possible to induce the wearer to take the 
narrower-formed side of the wrapping container by the 
hand, therefore, the wearer is able to insert her fingers 
In the finger Insertion opening(s) provided in the wrap- 
ping body without changing the direction of the wrapping 
container Further, the wearer can smoothly insert her 
finger(s) in the finger insertion opening(s) without 
changing the direction of the interlabial pad as well as 
the wrapping container by anranging the finger insertion 
opening(s) also to be faced In the same direction as the 
finger insertion opening(s) of the wrapping container 
[0087] Moreover, to reduce misconception of an 
opening action of the pre^psning part, the joined part 
of the wrapping container positioned outside of the bro- 
ken lines is preferred to be Increased in joining strength 
beforehand. 

[0088] (19) TTie wrapping container for individually 
wrapping an interlabial pad of any of the aforementioned 
(1 ) to (1 8) , composed of a laminate material having fiber 
sheet at the Inner face side, and film sheet on the outer 
face side. 

[0089] According to the wrapping container for indi- 
vidually packaging Interlabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, the wrapping container is constituted of the lam- 
inated materials of a fiber sheet for the inside surface 
side and a film sheet for the outside surface side. There- 
fore, the wrapping container can be made excellent In 
wiping property and anti-liquid property. 
[0090] As detailedmaterialstobeplaced lnthe"inside 
surface side", the following materials can be mentioned 
considering the requirements that the materials permit 
to smoothly pull out the interlabial pad from the wrapping 
container and they should have hydrophilic property, fib- 
er density and soft feeling, etc. For example, they are; 
wet spun lace nonwoven fabric which is a mixture of 
crepe tissue of 15 - SOg/m^ and cotton and pulp and is 
obtained In the range of 15 - 70g/m2 by adjusting the 
cotton at 10%wt at least, spun lace nonwoven fabric ob- 
tained in the range of 20 - 70g^m2 by adjusting rayon 
fiber at 30%wt at least, melt blown nonwoven fabric 
composed of polypropylene obtained in the range of 20 
- 50g/rT^, composite nonwoven fabric composed of 
spun bond, melt blown, and spun bond ranging 6- 10g/ 
m2 5 - 20g/m2, and 6 - 1 0g/m2 by weight, respectively, 
etc. 

[0091] As detailed materials to be placed on the "out- 
side surface side", considering water resisting property, 
a polyethylene fOm obtained in the range of 10 - 30g/m2, 



and an open hole plastic sheet with an open hole rate 
of 1 0 - 30% adjusted to the range of 1 5 - 30g/m2 can be 
nnentioned. 

p)092] The rnaterials for said inside surface side and 
5 outside surface side are laminated by means of known 
techniques such as hot melt adhesive, heat embossing, 
and ultrasonic sealing. 

[0093] Considering the feeling, it is preferable in such 
laminating that a coating quantity Is made within a range 

10 of 3 - 1 0g/m2 and the laminating is perfomied within a 
5 - 40% coating area in a spiral or striped f onn arrange- 
ment in the case of a hot melt adhesive, and that the 
laminating is perfomied within a 5 • 20% sealing area In 
an arangement In dotted, linear, crossover line form, 

IS etc. In the case of heat or ultrasonic sealing. 

[0094] (20) The wrapping container for individually 
wrapping an interlabial pad of any of the aforementioned 
(1 ) to (19), composed of a biodegradable material and/ 
or water-soluble material and/or water dispersible ma- 

20 teriai. 

[0095] According to the wrapping container for Indi- 
vidually packaging interlabial pad (hereafter, simply 
called a wrapping container) related to the present in- 
vention, the composltton materials are a biodegradable 

25 material and/or a water-soluble material and/or a water- 
dispersible material. Therefore, when the wrapping con- 
tainer is made of the water-soluble material or the water- 
dispersible material, a wearer can throw it into the toilet 
bowl, therefore, the wearer Is relieved from the trouble 

30 of the disposal, and also it Is possible to reduce rubbish 
In the toilette. 

[0096] As detailed examples of such a wrapping con- 
tainer, a composite material laminating tissue adjusted 
to a 15 - 40g/hi2 specific weight per unit area and poly- 

35 vinyl alcohol of a 20 - 50 g/ rn2 specif k: weight per unit 
area and coated with silicone within a range of 0.5 - 1 
pm on the side of polyvinyl ateohol, spun bond nonwo- 
ven fabric of poly-lact» fiber as a main substance ad- 
justed to a 1 5 - 40g/m2 specif te weight per unit area, etc. 

40 can be mentioned. 

[0097] Moreover, the Interiabial pad enclosed in such 
a wrapping container is preferred to be biodegradable, 
water-soluble, and water-dispersiblc. Such arrange- 
ments make it possible to throw away an used interiabial 

45 pad into the toilet bowl, therefore, the used Interiabial 
pad can easily and sanitarily be disposed. And, since 
the Interiabial pad can be thrown away into the toilet 
bowl together with the wrapping container, the anrange- 
ment have another effect of further reducing rubbish in 

50 the toilet. 

[0098] Herein this specification, the "biodegradabiii- 
ty" means that a substance is degraded into gases like 
carbon dioxide, methane, etc., water, and biomass ac- 
cording to the process of the nature under the existence 
55 of bacteria starting with ray fungi and other microorgan- 
isms under an anaerobfc or aerobic condition, and that 
the blodegradability (biodegradable rate, biodegradable 
degree, etc.) of said substance compares with a natu- 
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rally produced material like fallen leaves or the like or 
synthetic polymer generally recognized as biodegrada- 
ble in the same environment. The "water disperciblllty" 
means as same as water degradability, meaning such 
a property as a substance is not influenced by a limited 
quantity of water (menstrual blood) when used but the 
fibers are easily dispersed into small pieces to such a 
limit as they do not cause clogging ordinary toilet wiping 
with themselves at least in a targe quantity of water or 
water cun'ent. The "water solubility" means such a prop- 
erty as the substance is not Influenced by a limited quan- 
tity of water (menstrual blood) when used but dissohred 
in a large quantity of water or water current. 
[0099] (21) A wrappingbody,comprislnganinteriabial 
pad provided with a mini sheet piece for interiabial pad 
fonning a finger insertion opening where an opening of 
fin geibreadth is secured and a finger Insertion space fol- 
lowing the same, and a wrapping container for individ- 
ually wrapping an interiabial pad for individually wrap- 
ping said interiabial pad. wherein: said interiabial pad is 
enclosed as folded so that said finger insertion opening 
opens when the pre-unwrapping portion is opened in or- 
der to open said wrapping container. 
[01 00] According to the wrapping body related to the 
present invention, the interiabial pad is folded so that 
the finger insertion opening(s) provided with the Interia- 
bial pad are opened, and enclosed in the wrapping con- 
lalnerfor individually wrapping interiabial pad (hereafter, 
simply called wrapping container). 
[0101] Regarding this point, a sheet-like sanitary 
product such as a napkin generally encloses the content 
folded therein for making the wrapping body compact, 
however, in the present Invention, the folded interiabial 
pad is opened as the wrapping container for individual 
interiabial pad is opened, and this makes a gap between 
the mini-sheet piece and the back sheet of the interiabial 
pad and the wrapping container will thus have an anoth- 
er effect of naturally forming the finger insertion opening 
(s) in addition to such compact-making. 
[0102] As such a folding method, for example, the in- 
teriabial pad is folded along the approximately longitu- 
dinal center line of the interiabial pad with the surface 
with the mini-sheet piece of said interiabial pad faced 
inside. 

[01 03] (22) The wrapping body of the aforementioned 
(21 ). wherein: said interiabial pad is contained, so that 
said mini sheet piece for said interiabial pad is folded 
toward the opposite side to the body side along the sub- 
stantial central line in the longitudinal direction of said 
interiabial pad. 

(01 04] Moreover, in the present invention, the mean- 
ing of "so as to be folded toward opposite side to the 
body side" includes not only the case that it is completely 
folded to be convex toward opposite side to the body 
side but also the case that It is curved to be convex to- 
ward opposite side to the body side. 
[0105] (23) A wrapping body, comprising: an interia- 
bial pad provided with a mini sheet piece for interiabial 



pad fonning a finger insertion opening where an opening 
of fingerbreadth is secured and a finger insertion space 
following the same, and a wrapping container for indi- 
vidually wrapping an tntertabial pad for individually 
5 wrapping said interiabial pad, wherein: said Interiabial 
pad is contained in a direction orthogonal to said wrap- 
ping container for individually wrapping an Interiabial 
pad. 

(01061 In the wrapping body related to the present In- 
10 vention, the opening direction and the finger Insertion 
direction can be made the same to a wearer by wrapping 
the interiabial pad provided with anisotropy to the wrap- 
ping container, the an^gement makes easier for the 
wearer to insert her fingers therein. 
IS [0107] In this case, the interiabial pad can be pack- 
aged, for example, with the mini-sheet piece faced to 
the outside and along the longitudinal center part folded 
. almost in half (refer to Fig. 39(A)). 
(0108J (24) A wrapping body, comprising: an Interia- 
20 bial pad provided with a mini sheet piece for interiabial 
pad forming a finger insertion opening where an opening 
of fingerbreadth is secured and a finger insertion space 
following the same, and a wrapping container for indi- 
vidually wrapping an interiabial pad for Individually 
25 wrapping said interiabial pad. wherein: said interiabial 
pad is contained so that said finger Insertion opening in 
said interiabial pad to be contained is positioned near 
the pre-unwrapping portion for unwrapping said wrap- 
ping container for individually wrapping an Interiabial 
30 pad. 

[0109] According to the wrapping body related to the 
present invention, the interiabial pad is placed so that 
the mini sheet piece for said interiabial pad can be po- 
sitioned In the neighborhood of the pre-openlng part of 
35 said wrapping container. As a result, the finger insertion 
opening(s) of the interiabial pad Is positioned in the 
neighborhood of the pre-opening part, and after opening 
the pre-opening part, the fingers can promptly be Insert- 
ed in the finger insertbn openings to hold the interiabial 
40 pad by the fingertips, therefore, it is possible to further 
reduce time to fix the interiabial pad. 
[01 10] (25) A wrapping container for individual wrap- 
ping of sanitary napkin, wherein: said wrapping contain- 
er is provided with a pocket portion for enclosing inter- 
ns labial pad in order to enclose a used interiabial pad. 
[0111] Especially, when the interiabial pad Is consti- 
tuted of a degradable material, a water-soluble material, 
or a water-dispersible material, the Interiabial pad can 
be disposed into the toilet bowl together with the wrap- 
50 ping container by constituting also the materials forming 
the wrapping container the wrapping sheet and the 
pocket portion from the degradable material and/or the 
water-soluble material and/or the water-dispersible ma- 
terial, therefore, the handiness of disposal is improved. 
» (0112J .Moreover,bypackagingbothasanitarynapkin 
and an Interiabial pad In the wrapping container, a wear- 
er has only to cany a single wrapping container to use 
both of them together, therefore, the package becomes 
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excellent In portability. 

Brief Description of the Drawings 

[01131 ' 

Fig. 1 is a drawing showing the intertabial individual 
wrapping container of the first emkwdiment. and 
shows a process drawing Illustrating the process for 
forming the wrapping body while paclcaging the in- « 
teriabial pad In the wrapping sheet 
Fig. 2 is a sectional view taken along the arrow line 
A-AottheFig. 1 (D). 

Fig. 3 Is a process drawing showing a procedure for 
opening the pre-unwrapped opening of the interla- t5 
bial pad individual wrapping container in accord- 
ance.with the first embodiment. 
Fig. 4 illustrates a state of finger insertion in the 
mini-sheet piece for the interiabial pad fixed to the 
Interlabial pad in accordance with this embodiment. 20 
Fig. 5 shows the rear face of Fig. 3. 
Fig. 6 Is a drawing showing anotherform of the mini- 
sheet piece for the wrapping container of the inter- 
labial pad individual wrapping container In accord- 
ance with the first embodiment. ^ 
Fig. 7 is a process drawing showing a method for 
separating the wrapping container for individually 
wrapping an Intertabial pad along the broken line In 
accordance with the first embodiment. 
Fig. 8 is an explanatory drawing for explaining a 30 
state of fixing the interlabial pad by using the sepa- 
rated sections of the wrapping container for individ- 
ually wrapping an interiabial pad In accordance with 
the first embodiment. 

Fig. 9 is a drawing showing the wrapping container 35 
for individually wrapping an interlabial pad in the 
second embodiment, and is a process drawing 
showing a process for wrapping the interlabial pad 
in the wrapping sheet in accordance with the sec- 
ond embodiment. ^ 
Fig. 1 0 is a sectional view taken along the an-ow line 
D-D of the Fig. 9(C). 

Fig. 11 is a drawing showing another constitution of 
the wrapping container for individually wrapping an 
interiabial pad in accordance with the second em- ^ 
bodiment, and shows a mode in which the pre-un- 
wrapped opening Is fomied from a broken line. 
Fig. 12 shows another constitution of the wrapping 
container for Indh/idually wrapping an interiabial 
pad in accordance with the second embodiment, 50 
and illustrates a mode in which the wrapping con- 
tainer for individually wrapping an interiabial pad is 
formed by sticking two wrapping sheets together. 
Fig. 13 illustrates a method for opening the pre-un- 
wrapped opening of the wrapping container for In- ss 
divldually wrapping an interlabial pad In accordance 
with the second embodiment, and shows also a 
method for separating said wrapping container for 



individually wrapping an Interiabial pad. 
Fig. 14 shows drawings which illustrate a method 
for opening the broken line fomiing the pre-un- 
wrapped edge in the wrapping container for individ- 
ually wrapping an intertabial pad In accordance with 
the third embodiment and a method for separating 
said wrapping container for individually wrapping an 
Intertabial pad. 

Fig. 1 5 shows a drawing which illustrates the wrap- 
ping container for individually wrapping an interia- 
bial pad in accordance with the fourth embodiment. 
Rg. 1 6 is a sectional view taken along the arrow line 
E-EofFig. 15. 

Fig. 17 is a process drawing showing a method for 
separating the wrapping container of the fourth enn- 
bodlment into two sections to open the same and a 
method tor fixing the two sections on the fingertips. 
Fig. 18 Is a longitudinal sectional view of the wrap- 
ping body illustrating the interiabial pad folded and 
enclosed therein. 

Fig. 19 is a drawing illustrating another constitution 
of the wrapping container tor individually wrapping 
an Interiabial pad in accordance with the fourth em- 
bodiment, where the broken line started from one 
skie part is not extended on the other side part. 
Fig. 20 is a drawing illustrating a state in which the 
fingers are fixed by breaking the wrapping container 
for Individually wrapping an interiabial pad along the 
bmken line thereon shown in Fig. 1 9. 
Fig. 21 shows drawings illustrating the wrapping 
container in accordance with the fifth embodiment. 
Fig. 22 shows drawings illustrating a state in which 
the outer wrapping container of the wrapping con- 
tainer for individually wrapping an ihteriabia! pad in 
accordance with the fifth embodiment has pocket 
portion. 

Fig. 23 shows a drawing illustrating a stale in whfch 
an Inner wrapping body is enclosed in the pocket 
portion arranged on the outer wrapping container of 
the wrapping container for individually wrapping an 
interiabial pad in accordance with fifth embodiment, 
to make an outer wrapping body. 
Fig. 24 shows drawings illustrating a state In whtoh 
the Inner wrapping body is arranged on the pocket 
portion provided on the outer wrapping container of 
the wrappifig container for Individually wrapping an 
interiabial pad in accordance with the fifth embodi- 
ment, to make the outer wrapping container. 
Fig. 25 illustrates drawings showing a method for 
opening the interiabial pad individual wrapping con- 
tainer in accordance with the fifth embodiment and 
a method for separating the inner wrapping body 
wrapping container. 

Fig. 26 is a drawing showing the wrapping body en- 
ctosing the Interiabial pad In the interiabial pad in- 
dividual wrapping container in accordance with the 
sixth embodiment. 

Fig. 27 is a sectional view taken along the arrow line 
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F-FofFig.26. 

Fig. 28 is a sectional perspective view taken along 
the arrow line G-G of Fig. 26. 
Fig. 29 is a sectional perspective view showing the 
unsealedstateofthelnteriablalpadindividualwrap. s 
ping container In accordance with the sixth embod- 
iment. 

Fig. 30 is a drawing illustrating a state of holding the 
Interlabial pad on the fingertip by inserting a finger 
in the finger insertion opening of the interlabial pad a 
enclosed in the pocket portion of the unsealed in- 
terlabial pad individual wrapping container in ac- 
cordance with the sixth embodiment. 
Fig. 31 shows process drawings illustrating a proc- 
ess for unfixing a used Interlabial pad by using the « 
interlabial pad indwiduaJ wrapping container in ac- 
cordance with the sixth embodiment. 
Fig. 32 shows drawings illustrating the interlabial 
pad individual wrapping container in accordance 
with the seventh embodiment. so 
Fig. 33 shows a drawing illustrating the interlabial 
pad individual wrapping container in accordance 
with the eighth embodiment. 
Fig. 34 is a drawing illustrating the wrapping sheet 
with a pocket portion keeping a sanitary napkin 2s 
therein. 

Fig. 35 shows process drawings illustrating a meth- 
od for keeping the sanitary napkin in the sanitary 
napkin wrapping container with the pocket portion, 
to make the package into the wrapping body. ' 3o 
Fig. 36 Is a perspective sectional view taken along 
the an'pw line H-H of Fig. 35(E). 
Fig. 37 Is a drawing showing the wrapping sheet 
with the pocket portion after having unsealed the 
wrapping container and taken out the sanitary nap- 35 
kin therefrom. 

Fig. 38 illustrates the wrapping body containing the 
interlabial pad in accordance with this embodiment 
therein as it is without being folded. 
Fig. 39 illustrates the wrapping body in whteh the 40 
interlabial pad in accordance with this embodiment 
is contained in the interlabial pad individual wrap- 
ping container where the mini-sheet for the interla- 
bial pad is folded so as to form a chevron. 
Fig. 40 illustrates the wrapping body with interlabial 45 
pad Individual wrapping container containing there- 
in the interlabial pad in accordance with this embod- 
iment to be opened like double doors opening out- 
ward. 

Fig. 41 shows drawings illustrating different meth- so 
ods for folding the interlabial pad. 
Fig. 42 is a body side schematic drawing of the in- 
terlabial pad. 

Fig. 43 is a cross sectional schematic drawing of 
the Interlabial pad. 55 
Fig. 44 shows a drawing of an interlabial pad of an- 
other stmcture illustrating a convex structure of the 
interlabial pad in whfch a middle area of the con- 
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talned absorbent body is raised. 

Fig. 45 is a drawing illustrating an interlabial pad 

formed by piling up two sheets of different widthwise 

lengths. 

Fig. 46 is a drawing showing an interlabial pad com- 
prising a main sheet body and a sub-sheet body 
Fig. 47 shows drawings illustrating a state in whfch 
an interlabial pad with two finger insertion openings 
is held on the fingertip. 

Rg. 48 is a drawing illustrating a state in which an 
instruction is enclosed in the interlabial pad individ- 
ual wrapping container. 

Fig. 49 is a perspective sectional view showing a 
stale in whteh the interlabial pad individual wrapping 
container provided with the instruction is opened. 
Fig. 50 is a process drawing showing a procedure 
for opening the interlabial pad individual wrapping 
container with the printed inslrudions for use. 
Fig. 51 Illustrates the states of an outer package for 
packaging the interlabial pad individual wrapping 
containers before and after it is opened. 
Fig. 62 illustrates the states of an outer package for 
packaging the interlabial pad individual wrapping 
containers before and after It is opened. 
Fig. 53 illustrates the states of an outer package for 
packaging the interlabial pad individual wrapping 
containers before and after it is opened. 
Fig. 54 illustrates the states of an outer package for 
packaging the Interlabial pad individual wrapping 
containers before and after It is opened. 
Hg. 55 illustrates the states of an outer package for 
packaging the interlabial pad Indh/ldual wrapping 
containers before and after it Is opened. 
Fig. 56 illustrates the states of an outer package for 
packaging the interlabial pad individual wrapping 
containers before and after it is opened. 
Fig. 57 Is an explanatory drawing showing a method 
for fixing the interlabial pad. 
Fig. 58 is an explanatory drawing for explaining the 
length dimensions of the interlabial pad in the width- 
wise direction. 

Best Mode for Carrying out the Inventran 

[01141 Next, the embodiments of the present inven- 
tion will be explained referring to the drawings. 

[Interlabial pad individual wrapping container separable 
to two sections] 

<Flrst Embodlment> 

[0115] Firstly, the stojcture of the interlabial pad indi- 
vidual wrapping container (hereafter, simply called 
wrapping container) provided with mini-sheet for the 
wrapping containerwill be explained. Fig. 1 is a process 
drawing showing a process for forming a wrapping body 
3 by folding the wrapping body 1 1 for the wrapping con- 
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tainer 1 while enclosing the interiablal pad 2 therein; Fig. 

2 is a sectional view taken along the arrow line A-A of 
Fig. 1 (D); Fig. 3 is a process drawing showing a method 
for opening the wrapping container; and Fig. 4 is a draw- 
ing showing a state In which an Index finger Is inserted 
in a belt body 22 which is a rrtini-sheet piece for the in- 
teriablal pad. 

[0116] As shown in Fig. 1 (A), the interlabial pad 2 is 
firstly placed with the opposite side face to body side 
face 2a. Next, as shown in (B) of the same figure, one 
side part 11 a of the wrapping sheet 1 1 is folded inside 
along the longitudinal side edge part of the interlabial 
pad 2. and further, as shown in (C) of the same figure, 
the other end part lib of the wrapping sheet 11 Is also 
folded inside. Thus, as shown in (0) of the same figure 
an overlapping part 11c of the side part 11a and the side 
part lib Is formed, and this overlapping part becomes 
the pre-unwrapped opening. This overlapping part 11c 
is sealed with a peelable stop tape 14. And, by tempo- 
rary tacking the upper and lower edges of the wrapping 
sheetby means of heat-sealing, uttrasonic-seaiing, etc., 
so as to be unsealed again, the interlabial pad 2 is en- 
closed so as not to fall out and thus the wrapping body 

3 is fomned. 

[0117] In the wrapping body 3, as shown In Fig. 2, the 
belt body 22 fixed on the interlabial pad 2 is positioned 
directly under the overlapping part 11c formed by the 
overlap of the side parts 11a. lib of the wrapping sheet 
11 . Therefore, a wearer can immediately find the belt 
body 22 by opening the overlapping part 11 c and can 
insert a finger in the finger insertion opening 23. 
[01 18] To open the wrapping body 3 shown in Fig. 3 
(A), the stop tape 1 4 Is firstly picked up and pulled in the 
direction of A. Thus, the side part lib of the wrapping 
sheet 1 1 1s opened outward as shown In (C) of the same 
figure. Following this, asshown in (D) of the same figure, 
the other side part 11 a of the wrapping sheet 1 1 is also 
opened outward, and thereby the belt body 22 fixed on 
the interlabial pad 2 can be exposed. Therefore, a wear- 
er can easily find the belt body 22 without turning over 
the interlabial pad 2. 

[0119] Then, as shown In Fig. 4, the wearer inserts 
the index finger or middle finger of her dominant hand 
(usually right hand) In the finger insertion opening 23 
formed from the exposed belt body 22 so that the bail 
of the f ingercomes in contact with the opposite side face 
to body side face 2a of the interlabial pad 2, to hold the 
interlabial pad 2 on the fingertip. 
(0120] Next, the mini-sheet piece for the wrapping 
container fixed on the wrapping container, and a method 
for separating the wrapping container by using the same 
will be explained. Fig. 5 shows the rear face of Fig. 3, 
and shows the views of the wrapping container 1 pro- 
vided with a broken line 15 and a section part 1 7 which 
are the separation part for separating the belt body 1 2, 
which is the mini-sheet piece forthe wrapping container, 
from the wrapping container 1 , and Fig. 6 is a drawing 
showing another mode of the belt body 1 2, and Fig. 7 Is 



a process drawing for showing a process of taking out 
the interlabial pad 2 by separating the wrapping pad 1 

therefrom. 

[0121] As shown in (A) of Fig. 5. the wrapping con- 
5 tainer 1 is provided with the broken line 1 5 in the center. 
And. the belt body 12, which is the mini-sheet piece for 
the wrapping container, is fixed thereon striding over this 
broken line 15. As shown in (B) of Fig. 5, a sectional 
view taken along the anrow line B-B of Fig. 5 (A), the 
to joining of this belt body 12 is performed with an adhesive 
16 applied to the three points in total, which are both 
right and left side parts of the belt body 12 and the part 
along the broken line 15. The belt body 1 2 fixed in such 
a mannerforms finger Insertton parts 13Aand 13B. and 
t5 a wearer inserts two fingers of her non-dominant hand 
(usually left hand) in these finger insertion openings 13A 
and 13B. and can thereby hold the wrapping container 
1 on the fingertips. 

[0122] Here, the broken line 15 makes the separation 

20 parts in this embodiment, however, as shown in Fig. 5 
(C), the wrapping container 1 can be separated by pro- 
viding the wrapping container 1 with a section part 1 7 
on the upper part thereof for starting the separation with 
this. Moreover, as shown In Fig. 5 (D). both of the broken 

25 line 1 5 and the section part 1 7 may be arranged. 
[0123] Moreover, as shown in Fig. 6 (A), two pieces 
of belt bodies 12 can symmetrically be arranged holding 
the broken line 15 in-between. Since the belt body 12 
does not exist on the broken line 15 in such a manner, 

30 the breaking strength can be made almost constant at 
the time of separating the wrapping container 1 by tear- 
ing the broken line 1 5. Tlierefore, the vyrrapping contain- 
er 1 shown in Fig. 6 (A) can be divided more stably than 
the wrapping container 1 shown in Fig. 5 (A). 

35 [0124] Moreover, In this case, as shown in Fig. 6 (B), 
a sectional view taken along the arrow line C-C of Fig. 
6 (A), the adhesive 16 is applied to the respective side 
edges of the two belt bodies 12, therefore, the adhesive 
16 needs to be applied to four application areas in total. 

40 [0125] Both of the belt bodies 1 2 are arranged to be 
of the same dimensions as shown in Fig. 6 (A), but can 
be arranged to be of different dimensions as shown in 
(C) of the same figure. For example, as shown in (D) of 
the same figure, it is possible to induce a wearer to insert 

45 her middle finger in the finger insertion opening 1 3A, and 
her index finger in the finger 'Insenion opening 13B by 
making the longitudinal lengths different from each oth- 
er. 

[0126] To divide the wrapping container 1, as shown 
50 in Fig. 7 (A), firstly, two fingers, the index finger and mid- 
dle finger of the left hand, are inserted in the finger In- 
sertion openings 13A and 13B formed holding the bro- 
ken line 15 in-between, respectively. Next, as shown in 
(B) of the same figure, the two fingers are opened to the 
55 left and right.. The wrapping container 1 is then torn 
along the broken line 15 to the left and right by this re- 
lease force and the sections 1 A and 1 B are separated. 
And, the wearer can take out the interlabial pad 2 from 
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the wrapping container 1 by moving the right hand hoid- 
ing the tnterlabiai pad 2. 

(01271 Then, as shown in Fig. 8, while opening the in- 
tedabial by the fingers of the left hand which are holding 
the sections 1 A and 1 6 of the wrapping container 1 . the 
wearer can fix the interlabiai pad 2 held on the index 
finger of the right hand in the labia. Therefore, such a 
situation never occurs, as the fingers come in contact 
with the labia and menstnjal blood during fixing action. 
[0128] In this embodiment, the dimensions of the in* 
terlabial pad 2 are such as can put into the labia without 
difficulty and can also be held by fastening force of the 
labia themselves, and further, the blocking property of 
the labia is also considered. Concretely, the longitudinal 
dimension Is 60 • 150mm, and the outward widthwise 
length of the interlabiai pad is prefen^ed to be 1 0 - 60mm, 
more preferably, it is recommended to be in a range of 
20 - 40mm. When the widthwise length exceeds 60mm, 
the region not lying between the labia rubs the femoral 
region etc. of the wearer and the friction force caused 
thereby exceeds the holding force of the labia, and the 
interlabiai pad is in danger of falling out. Moreover, when 
widthwise length Is shorter than 10mm, the region ca- 
pable of lying between the labia decreases and a touch 
area with the inner face of the labia decreases, and the 
interlabiai pad is apt to fall out. Here, the above-men- 
tioned "outward" means that the length is the shortest 
distance between the two points con*esponding to V in 
Rg. 58). This is carefully defined because the way trac- 
ing the convex and concave fonn between the two 
points, namely, the distance between the two points in 
the state in which the convex and concave fonn is de- 
veloped and flattened is sometimes treated as an actual 
distance (corresponding to W in Fig. 58) associated with 
tlie manufacturing process. Moreover, the thickness di- 
mension is arranged in a range of 2 - 10mm considering 
a comfort feeling without extremely damaging the feel- 
ing of wearing. 

[0129] Considering such a filling property of the inter- 
labiai pad and a fitting property of the belt body 12, it is 
preferable that the lengthwise dimension is in a range 
of 80 - 1 70mm and the widthwise dvnenslon is in a range 

of 60 - 90mm. 

[0130] Moreover, itis necessary that the widthwise di- 
mension of the belt bodies 12 are arranged so as not 
stlclc out of the width of such a wrapping container 1 , 
and have a 25mm width at least so that the width pennlts 
to insert two fingers in the two finger insertion openings 
23A and 23B. Concretely, the width is preferred to be in 
a range of 25 -80mm. 

[0131] Moreover, the lengthwise dimension of the belt 
body 12 may be at least 30mm or longer, and it may be 
elongated up to the end of the wrapping container 1 un- 
less it is in a range of sticking out of the wrapping con- 
tainer 1. 



<Second Embodiment> 

[0132] Next, a wrapping container provided with a 
mini-sheet piece for the wrapping container and folded 

5 in two will be explained. Fig. 9 is a process drawing il- 
lustrating the processes for forming the wrapping body 
33 by containing the interiabial pad 2 in the wrapping 
container 31 ; Rg. 1 0 is a sectional view taken along the 
an'ow line D-D of Fig. 9 (C); Fig. 1 1 illustrates the wrap- 

^0 ping container 41 on which the pre-unwrapped opening 
is fornied from the broken line 45; Fig. 12 illustrates a 
wrapping container 51 fonned by sticking two wrapping 
sheets 51 A and 51 B together; and Fig 1 3 Is a process 
drawing illustrating a method for opening the wrapping 

IS container 31 and taking out the interiabial pad 2, and 
also separating the wrapping container 31 into two sec- 
tions 31 A and 31 B. 

[0133] In order to form the wrapping body 33. as ' 
shown in Rg. 9 (A), the interiabial pad 2 is folded along 

20 the vertical axis so that the left and right side edges over- 
lap each other. In this case, the interiabial pad is folded 
with the opposite side face to body side face 2a inside, 
where the belt body 22, the mini-sheet piece for the in- 
teriabial pad, is fixed. 

25 [0134] Next, as shown in (B) of the same figure, the 
folded interiabial pad 2 is placed on the right side of the 
wrapping sheet 31 , and then the wrapping sheet 30 is 
folded in half centering the vertical axis of the wrapping 
sheet 30, to cover the interiabial'pad 2. Following this, 

30 as shown in (C) of the same figure, joining parts 31a, 
31 b, 31 c are an'anged on the overiapping part for fomv 
ing the pre-opening part, to make the wrapping body 33 
by joining each of them. However, the tab 34 is notjoined 
in this case. As a result, the belt body 32, which is the 

35 mini-sheet piece for the wrapping container, is to be 
placed on the suriace of the wrapping body 33. 
[0135). Inside this wrapping body 33, as shown in Rg. 
1 0. the belt body 22 Is positioned opposite to the joining 
part 31 b. Therefore, peeling this joining part 31 b to open 

40 the wrapping body, awearercan immediately recognize 
the belt body 22. 

[0136] In this embodiment, the pre-unwrapped open- 
ing of the wrapping container 31 is formed from the join- 
ing paris 31a. 31b and 31c joined by heat-sealing per- 

45 mitting re-peeling thereof, however, the pre-unwrapped 
opening can also be fonned from the broken line 45 ar- 
ranged inside the joining parts 41a, 41b, 41c as that on 
the wrapping container 41 shown in Fig. 1 1 . It is possible 
to form an unwrapped opening by opening the pre-un- 

50 wrapped opening by cutting outthe end part of the wrap- 
ping container 41 along this broken line 45. 
[01 37] According to the embodiment shown in Rg. 1 1 , 
the interiabial pad 2 is covered by a single wrapping 
sheet, however, as the wrapping container 51 shown in 

^ Fig. 1 2(A), two wrapping sheets 51 A and 51 B are used, 
and the interiabial pad 2 is placed in-between, and then 
both of the wrapping sheets 51 A and 51 B are stuck to- 
gether by joining the four joining part 5 1 a, 51 b, 51 c and 
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51d. In this case the broken line 55 Is Inside the joining 
parts 51a, 51b and 51c. 

[01 381 The wrapping container 31 in this embodiment 
has two tabs 34 as shown in Fig. 13 (A). Therefore, as 
shown in (B) of the same figure, a wearer can open the 
wrapping container sequentially from the joining part 
31b to the joining parts 31a, 31c by pulling the tabs 34 
to the left and right, and can expose the belt body 22 
attached to the Intertablai pad 2. Next, as shown in (C) 
of the same figure, the Index finger of the right hand Is 
inserted in the finger insertion opening 23 formed from 
the body 22. Then, as shown in (D) of the same figure,, 
the Index finger and middle finger of the left hand are 
inserted Into the belt body 32 of the wrapping container, 
to fix the wrapping container on the left hand. 
[0139] In this state, the wearer can talce out the inter- 
labial pad 2 from the wrapping container 31 by raising 
the right hand to the upper right. Following this, as 
shown In (E) of the same figure, the wrapping container 
31 can be separated in to the sections 31 A and 31 B by 
opening the index finger and the middle finger to the left 
and right. Thus, while the wearer is opening the labia 
using the sections 31 A and 31 B held on the fingers of 
the left hand, she can fix the interlablal pad 2 held on 
the right hand at an appropriate position In the labia. 

<third Embodlment> 

[0140] Next, a pod-like wrapping container having a 
finger cot on the side will be explained. Fig. 14 is a proc- 
ess drawing showing a method for opening a pod-like 
wrapping container 61 , taking out the intertablai pad 2, 
and separating said wrapping container 61 into two sec- 
tions 61 A and 61 B at the sanne time. 
[0141] Asshownln Fig. 14 (A), the wrapping container 
61 is provided with a broken line 64 for fomning a pre- 
unwrapped opening. Therefore, as shown in (B) of the 
same figure, a wearer opens the wrapping container 61 
by tearing off a part of the wrapping container 61 along 
the broken line 64 as shown in (C) of the same figure. 
Following this, as shown in (D) of the same figure, the 
wearer Inserts her index finger and middle finger of the 
left hand in the two respective finger cot parts provided 
on both side faces of the wrapping container 61 , while 
she inserts her index finger of the right hand in the finger 
insertion opening 23 of the intertablai pad 2. In this state, 
she can take out the interlabia! pad 2 from the wrapping 
container 61 by moving the right hand. Further, as 
shown in (E) of the same figure, the wearer can separate 
the wrapping container 61 into the sections 61 A and 61 B 
apart along the separation edge 65 by opening the index 
finger and the middle finger of the left hand to the left 
and right. While opening the labia using these sections 
61 A and 61 B. the wearer can put the interlablal padfixed 
on the right hand at an appropriate position In the labia. 



<Fourth Embodlment> 

[0142] Next, the wrapping container which itself 
serves asfingercotswili be explained. Fig. 15 is adraw- 

5 ing for illustrating the wrapping container 71 provided 
with a broken line 75 about in the longitudinal middle 
area; Fig. 16 is a sectional view taken along the an-ow 
line E-E of Fig. 15; Fig 17 is a process drawing illustrat- 
ing the slate of fixing the sections 71 A, 71 B on the fin- 
to gertips fonned by separating the wrapping container 71 
by opening it; Fig. 18 is a longitudinal sectional view of 
the wrapping body 73 containing the Intertablai pad 2 in 
folded state; Fig. 1 9 is a drawing for showing the wrap- 
ping body 73 In which the broken line 75 staring from 

15 one side part 71c of the wrapping container 71 is not 
extended up to the other side part 71 d; and Fig. 20 il- 
lustrates the state In which the wrapping container of 
Flg.19 is separated from the broken line 75 and is fixed 
on the fingertips. 

20 [0143] Thewrappingbody73showninFig. ISIscon- 
structed by covering the intertabial pad 2 (not illustrated) 
provided with the belt body 22, making both longitudinal 
end parts of the rectangular wrapping sheet overiap 
each other to form It Into a cylindrbal form, joining the 

25 overiapping parts of this wrapping body 71 and the up- 
per and lower edge ends, respectively, and enclosing 
the inlertabial pad 2 therein. And, the wrapping contain- 
er 71 is provkled with a broken line 75 so as to be sep-; 
arated into two in the widthwise direction about in the., 

30 lengthwise central region. 

[0144] The overiapping parts of the wrapping sheet 
are joined with a hot melt type adhesive, hot air sealing, 
etc., and the top and bottom end edges are joined by 
heat-seating, ultrasonic sealing or a combination of 

35 heat-sealing and hot melt type adhesive, etc. 

[01 45] As shown in Fig. 1 6, the wrapping body 73 » 
formed by wrapping the belt body 22 with the interiabial 
pad 2 in the wrapping sheet in the lengthwise direction. 
Moreover, the.overiapping parts of the wrapping sheet 

40 is positioned on the opposite side to the body side on 
which the belt body 22 is fixed in this embodiment, but 
may be positioned on the body side. 
[0146] Moreover, it is preferable that both of the fore 
and aft end edges of the wrapping container 71 are 

45 roundly edged and not acute. If both of the fore and aft 
end edges are acute, the labia may be hanfned, howev- 
er, the form as mentioned above reduces stimulation to 
labia at the time of opening the labia using the wrapping 
container 71. 

50 [0147] To open the wrapping container 71 fomiing the 
wrapping body 73 shown in (A) of Fig. 17, as shown In 
(B) ofthe same figure, thewrapping container 71 Is first- 
ly separated into the sections 71 A and 71 B along the 
broken line 75. Thus, the wrapping container 71 is 

55 opened, and the Interiabial pad 2 Is exposed. Therefore, 
as shown in Fig 1 7 (C), it is possible to hold the Interia- 
bial pad 2 on the fingertip by inserting the index finger 
ofthe right hand in the finger insertion opening 23. And, 
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when the wrapping container 71 is separated, the top 
and bottom parts 71a and 71b thereof are kept joined, 
therefore, the sections 71 A and 71 B are of a sack form. 
TTierefore, as shown in (0) of the same figure, the sec- 
tions 71 A and 71 B can be fixed on the fingertips like fin- 
ger cots by inserting the fingers In the openings broken 
along the broken line 75. and when the Interlabial pad 
2 is fixed In the labia, the labia and the fingers are pre- 
vented from touching each other by opening the labia 
by the fingertips in such a state. Thus, the wrapping con- 
tainer 71 Is used at the time of fixing the interlabial pad 
2. therefore, the fixing action Is perfonmed sanitarily and 
smoothly without so much waste thrown away as In the 
case of putting on finger cots separately. 
[0148] Moreover, as shown In Fig. 1 8, the interlabial 
pad 2 can be enclosed also in a folded state. In this case, 
the interlabial pad 2 is preferred to be folded so that a 
half of the opposite side face to body side face, where 
the belt body 22 is attached approximately along the 
center line of the longitudinal axis, Is faced to the other 
half thereof. By folding the interlabial pad as the above, 
the wearer can visually check the body side for wearing 
the pad between the labia as soon as she opens the 
wrapping container 71, and she can wear the pad 
smoothly. 

I0149J As shown In Fig. 17 (A), the broken line 75 to 
be provided on the wrapping container 71 is arranged 
from one side part 71c toward the other side part 71 d 
approximately in the longitudinal center of the wrapping 
container 71 , however, as shown in Fig. 19, the broken 
line 75 starting from one edge part 71c may be so ar- 
ranged that it is not extended up to the other edge part 
71 d but ends in the neighborhood of the edge part 71 d. 
In this case, to open the wrapping container 71, the 
break according to the broken line 75 is Interrupted at 
the end point of the broken line 75, and as shown In Fig. 
20, the wrapping container 71 is not completely sepa- 
rated until the wrapping container 71 has been put on 
the fingers. 

[0150] Moreover, the interlabial pad 2 (not iUustrated) 
enclosed In the wrapping container Is folded to be en- 
closed with the belt body 22 directed toward the end 
edge at the starting position of the broken line 75. Thus, 
the belt body 22 Is automatically oriented In the direction 
visible to the wearer. 

[Other Embodiments] 

<Fiflh embodiment> 

[0151] Next, a double wrapping container consisting 
of an Inner wrapping container for directly housing the 
Interiabial pad and an outer wrapping container for 
housing this inner wrapping container will be explained 
below. 

[0152] Fig. 21 illustrates a state in whteh the Inner 
wrapping body 83A is enwrapped in a series of wrapping 
sheets 80 to form the outer wrapping body 83B; Fig. 22 



Illustrates an outer wrapping container 81 B with a pock- 
et portion 88; Fig. 23 is a drawing illustrating a double- 
structured wrapping body in whch the inner wrapping 
container 83A is enclosed In a pocket portion 88 ar- 

5 ranged in the outer wrapping container 81 B to fonn an 
outer wrapping body 838; Fig. 24 illustrates a double- 
structured wrapping body in which the inner wrapping 
body 83A is arranged on the pocket portion 88 arranged 
In the outer wrapping container 818 to form the outer 

^0 wrapping body 838; and Fig 25 shows a process draw- 
ing for illustrating a method for taking out the interiabial 
pad 2 enclosed in the double-structured v^pping con- 
tainer and putting It on a finger. 
P153] As shown in (A) of Fig 21 , the inner wrapping 

'5 body 83A directly enclosing the interiabial pad (not illus- 
trated) is provided with a broken line 85 in the lateral 
direction, and the inner wrapping container 81 A can be 
opened along this broken line 85. This inner wrapping 
body 83A (not illustrated) is an-anged on the wrapping 

20 sheet 80. and as shown In (B) of the same figure, this 
Inner wrapping body 83A is enwrapped in the wrapping 
sheet 80 in the lateral direction, and the overiapping 
parts of the wrapping sheet 80 and both of top and bot- 
tom end edges are joined to be peelable again. In this 

^5 case, both of the top and bottom end edges are joined 
so as not to be on the end edges of the inner wrapping 
body 83A (not illustrated). 

[0154] Then, the overiapping parts of the wrapping 
sheet 80 Is sealed with a stop tape 84 provMed on the 

30 wrapping sheet 80. This top tape 84 maintains the seal- 
ing state of the outer wrapping body 838 and also it is 
picked up at the time of unsealing it. Further, to throw 
away a used interlabiat pad 2, the stop tape can be used 
as a means for re-sealing the used interiabial pad 2 

35 when re-packaging it in the wrapping sheet 80. 

[0155] The outer wrapping container 81 8 can be pro- 
vided with a pocket portion 88. More specifteally, as 
shown In Fig 22, the pocket portion 88 Is fonned by fold- 
ing the wrapping sheet 80 inside, and joining only one 

^ side part BOd or both side parts of 80c and BOd in the 
end part opposite to the end part where the stop tape 
84 of the wrapping sheet 80 Is fixed . By forming the outer 
wrapping container 83B by thus folding the wrapping 
sheet 80, It becomes possible to enclose a used inter- 

^ labial pad 2 (not illustrated) and an inner wrapping con- 
tainer 81A (not Illustrated) used as a finger cot in the 
pocket portion 88 arranged in the outer wrapping con- 
tainer 81 B beforehand, and this improves convenience 
for waste disposal more. 

so [01 56] When enclosing the Inner wrapping body 83A 
in the outer wrapping container 81 B having such a pock- 
et portion 88, as shown in Fig. 23 (A), the inner wrapping 
body 83A is enclosed In the pocket portion 88 to form 
the outer wrapping body 838 by sealing the outer wrap- 

ss ping container 81 B with the stop tape 84. but the inner 
wrapping body 83A may be arranged on the pocket por- 
tion 68 as shown in Fig. 24 (A). When the inner wrapping 
body 83A is enclosed In the pocket portion 88. as shown 
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in Fig. 23 (8), the pocket portion 88 is positioned so as 
to enveiope the interiabial pad 2 inside the outer wrap- 
ping body 83B, and when the inner wrapping body 63A 
Is anranged on the pocket portion 88. as shown in Fig. 
24 (8). the pocl(et portion 88 Is positioned under the low- 
er side of the Inner wrapping body 83 A inside of the outer 
wrapping body 83B. 

[0157] When using the interiabial pad 2 enclosed in 
such a double-structured wrapping container, as shown 
in Fig. 25 (A), firstly, holding the outer wrapping body 
838 with the stop tape 84 plane up, a wearer picks up 
such a stop tape 84 to unseal the outer wrapping con- 
tainer 818. Next« the wearer takes out the inner wrap- 
ping body B3A, and holds the inner wrapping body 83A 
as shown in (B) of the same figure, then, as shown in 
(D) of the same figure, the wearer separates the Inner 
wrapping container 81 A into two small sections along 
the broken line 85. takes out the interiabial pad 2 as 
shown In (E) of the same figure, and inserts her finger 
through the finger insertion opening 23 to hold the pad 
on the fingertip. Further, as shown in (F) of the same 
figure, the wearer holds the two sections of the Inner 
wrapping container 81 A on the two fingertips of the left 
hand. 

<Sixth Embodiment* 

[0158] Next, a wrapping container having a packet 
part will be explained below. Fig. 26 Illustrates the ex- 
ternal of a wrapping body 93 enclosing the Interiabial 
pad 2 in a wrapping container 9 1 having a pocket portion 
98 for enclosing the interiabial pad 2; Fig. 27 is a sec- 
tk)nai view taken along the arrowed line F-F of F^. 26; 
Fig. 28 Is a sectional view take along the an'owed line 
G-G of Fig. 26, Fig. 29 is a sectional view illustrating the 
unsealed state of the wrapping container 91 ; Fig. 30 il- 
lustrates the state in which a wearer inserts her finger 
in the finger Insertion opening 23 of the interiabial pad 
2 In the unsealed wrapping container 91 and holds the 
interiabial pad on the finger, and Fig. 31 is a process 
drawing illustrating the process of unfixing a used inter- 
iabial pad 2 by using the wrapping container 91 with the 
pocket portion 98. 

[Constitution of Wrapping Container] 

[0159] In the wrapping body 93 shown in Fig. 26, as 
shown in Fig. 27, the interiabial pad 2 folded along the 
longitudinal center line Is enclosed in the pocket portion 
98 formed by partly folding one end part of the wrapping 
sheet in the wrapping container 91 fomned from a series 
of wrapping sheets. And further, the other end part is 
folded so as to overiap with the pocket portion 98, and 
the overiapping pat is Joined to be peelable by a known 
technique such as connection by heat-embossing pres- 
sure, male-female embossing, etc., to form a pre-open- 
Ing part 96 for unsealing the wrapping container 91 . 
[0160] Moreover, the top and bottom end edges 91a. 



91b are also joined to be peelable so as not to overiap 
with the enclosed interiabial pad 2. In order to strength- 
en this joining condition, not only known techniques 
such as heat-sealing and male-female enrtbossing but 

5 also an adhesive can be used together. Specifbally, as 
shown in Fig. 28. an adhesive is applied beforehand to 
the wrapping sheet in the neighboriiood of the overiap- 
ping pre-opening pari 96. The adhesive can be selected 
from hot-melt type adheshres without restriction, and Is 

10 applied in a known application pattern In a fonn of plane, 
stripes, spiral, Q, etc. In such a manner, it is possible to 
surely eliminate a danger of exfoliation between the 
wrapping container 91 and the interiabial pad 2 when 
enclosing a used interiabial pad 2 whbh wilt be de- 

15 scribed later. Moreover, the interiabial pad 2 is stuck to 
the wrapping container 91 with the above adhesive ap- 
plied in the wrapping container 91 before it is opened. 
[0161] Here, as obvious from Fig. 29. in the pocket 
portion 98, the interiabial pad 2 is fokied so that its rear 

20 face sheet faces each other, therefore, the belt body 22 
is positioned on the innermost plane. Moreover, since 
the folded part of the interiabial pad 2 is fomned almost 
along the longitudinal center line, the finger is inserted 
in the Interiabial pad 2 In the same direction as its 

^5 crease, the wearer can easily hold the interiabial pad 2 
on the fingertip at the time of wearing it. In this point, 
when the Interiabial pad 2 is folded centering the lateral 
axis, the direction of the finger Insertion and the crease 
differ In direction, therefore, the wearer has to open once 

30 the folded interiabial pad 2 before inserting the finger in 
the finger insertion opening 23, and this prevents the 
wearer from speedily and smoothly fixing the interiabial 
pad 2 on the finger. 

35 [Unsealed State] 

[0162] As shown In Fig. 29, when the wrapping con- 
tainer 91 is unsealed, the wearer can observe the belt 
body 22 at the same time as she opens it, and as shown 
<o in Rg. 30. she can insert her finger in the finger insertion 
opening in that state and can hold the interiabial pad 2 
on the finger. 

[0163] Regarding this point, when the pre-opening 
part 96 and the fokied part of the Interiabial pad 2 are 

4s positioned at the same place, the folded side of the in- 
teriabial pad 2 is observed by the wearer when she 
opens it, and the wearer has to turn the direction of the 
interiabial pad 2 to find the finger insertion opening 23 
of the interiabial pad 2. this makes the action complex 

50 and a smooth wearing action is prevented. 

[0164] In contrast to the above, in this embodiment. It 
is possible to sanitarily take out the Interiabial pad 2 
without contact between the body side of the interiabial 
pad 2 and the finger, and also the wearing direction Is 

55 induced, and further, pushing pressure over the length- 
wise direction for pushing the interiabial pad between 
the labia can be obtained at the stage when the interia- 
bial pad 2 is secured. Namely, if the actions of inserting 
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the finger In the finger insertion opening 23 and holding 
the interlabial pad on the fingertip are once performed, 
ft is possible for the wearer to perform In that state a 
series of actions such as taking the Interiabial pad 2 from 
the wrapping container 91 , wearing it in labia, and push- 
ing it to labia. 

[Disposal of Used Interiabial Pad] 

[01 65] To dispose of a used interiabial pad 2. the in- 
teriabial pad 2 is taken from between the labia firstly by, 
as shown In Fig. 31 (A), inserting the finger In the finger 
insertion opening of the interiabial pad 2 and holding It 
on the fingertip. Next, as shown In (B) of the same figure, 
a wearer inserts a finger holding the Interiabial pad in 
the poclcet portion 98 of the wrapping container 91 , and 
pinches the interiabial pad 2 from outside of the wrap- 
ping container 91 by the opposite hand. Then, as shown 
in (C) of the same figure, the wearer draws her right 
hand from the finger Insertion opening 23, and as shown 
in (D) of the same figure, she folds the wrapping sheet 
90 and holds it on the pocket portion 98 with a stop tape 
. 94 for sealing it. This stop tape 94 prevents the wrapping 
body 93 from being unsealed when it is thrown away. 
Sealing means other than using the stop tape are; ap- 
plteation of an adhesive to the overtapping part, strcking 
a magic tape (a registered trade mark), a chuck arrange- 
ment for engaging the male and female parts with each 
other, etc. 

[0166] Moreover, when a wearer takes out the inter- 
iabial pad from the labia, she can remove it also by 
pinching the belt body 22. Since the belt body 22 is po- 
sitioned on opposite side face to body side face, the belt 
body 22 never comes into contact with absort)ed men- 
strual blood, and the menstrual blood does not adhere 
to the finger of the wearer also at the time of removing 
the interiabial pad 2 from the labia. 

<Seventh Embodtment> 

[0167] Next, a wrapping container having two un- 
wrapped openings will be explained below. Fig. 32 illus- 
. trates a wrapping container 1 01 enclosing an interiabial 
pad 210 having two finger insertion openings 21 3A and 
213B. 

[01 68] The interiabial pad 21 0 Is provided with two fin- 
ger insertion openings 21 3A and 21 38 to be chosen ac- 
cording to depths of labia of wearers (cf. Fig. 47). The 
wrapping container 1 01 Is provided with two pre-open- 
ing parts 106A and lOSBcorrespondlngto the two finger 
insertion openings of this interiabial pad 21 0. The char- 
acters of "shallow" and "deep" are added to the respec- 
tive pre-opening parts as the marics for indicating which 
finger Insertion opening Is positioned therefore. There- 
fore, as shown in Fig. 32 (A), a wearer having a shallow 
depth of labia can select the pre-opening part 1 06A with 
the character "shallow" to open, and as shown in Fig. 
32 (B), a wearer having a deep depth of labia can select 



the pre-opening part 106B with the character 'deep' to 
open. Thus, it is possible for a wearer to judge which 
pre-opening part to open even from the outward looking 
of the wrapping containerl 01 . 

<Eighth Embodiment> 

[0169] Next, a wrapping container the opening direc- 
tion of which is indicated by a pattern will be explained 
10 below. Fig. 33 illustrates the wrapping container ill pro- 
vided with a pattem 117. 

[0170] As shown in Fig. 33. the wrapping container 
111 can be provided with a pattem 117 having the top 
and bottom. In such a manner, not only fashionabllity is 
'5 added to the wrapping container 1 11 , but a wearer can 
understand the upper part at a glance where the pre- 
opening part 116 as an opening position is positioned. 

[Wrapping Container for Individually Packaging 
^ Sanitary Napkin with Pocket Portion for Enclosing 
Interiabial Fad] 

[0171] Next, a wrapping container for individually 
packaging a sanitary napkin having a pocket portion for 
2s enclosing an interiabial pad will be explained below. Fig. 
34 is a drawing for illustrating a wrapping sheet 1 20 with 
a pocket portion 128 for enclosing a sanitary napkin 
therein; Fig. 35 is a process drawing illustrating a meth- 
od for enclosing the sanitary napkin 1 29 in a wrapping 
30 container 121 fomied from a wrapping -sheet 120 to 
forni a wrapping body 1 23; Fig. 36 is a section view tak- 
en along the arrowed tine H-H of Fig. 35 (D); and Fig. 
37 illustrates the wrapping sheet 120 after the wrapping 
container 1 21 has been opened and the sanitary napkin 
35 129 has been taken out. 

[0172] In the wrapping sheet 120 for the sanitary nap- 
kin shown in Fig. 34. the pocket portion 128 is fomied 
by folding one end part thereof, and Joining both length- 
wise overtapping edge parts of this folded part of the 
40 wrapping sheet 1 20 by heat-sealing etc. 

[01 73] The pocket portion 1 28 can also be fomied by 
using another material, and Joining this on a part of the 
wrapping sheet 120. In this method, heat-sealing, ultra- 
sonic sealing, hot-melt type adhesive, etc. can be used 
4s for the joining, and as for the material, a film, paper, non- 
woven fabric, etc. can be used singly orcompositely. 
[0174] When the sanitary napkin 129 is wrapped in 
the wrapping sheet 120, as shown I Fig. 35 (A), the 
wrapping sheet 1 20 is firstly placed with the pocket por- 
so tion 128 up, and secondly, as shown in (B) of the same 
figure, the sanitary napkin 1 29 is placed thereon with its 
body side face faced to the sheet. Next, as shown in (C) 
of the same figure, the end part 12a of the wrapping 
sheet 120 with the pocket portion 128 is folded inside 
55 together with the end part 129a of the sanitary napkin 
129. Following this, as shown in (D) of the same figure, 
the other end part 120b of the wrapping sheet 120 and 
the other end part 129b of the sanitary napkin 1 29 are 
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also folded inside. And In order to maintain this folded 
state, apart l26of the overlapping part, where the edge 
parts 120a and 1 20b of the wrapping sheet 120 overlap 
with each other, is temporarily taclced so as to be re- 
opened and sealed with a stop tape 124. Moreover, the 
edge parts 1 20c and 1 20d of the wrapping sheet 1 20 as 
the top and bottom of the wrapping container 121 are 
also temporarily tacked by heat-sealing, ultrasonic seal- 
ing, etc. so as to be re-opened. Thus, as shown in (E) 
of the same figure, the wrapping body 1 23 is f omned. 
[0175] As shown in Fig. 36, the part in which only the 
wrapping sheet 120 is wrapped up is formed inside of 
the wrapping body 123. As shown in Fig. 34, this part Is 
the pocJcet portion 128 which was already fomied in the 
wrapping sheet 120 before enclosing the sanitary nap- 
kin 129, and as shown in Fig. 37, it is possible to put the 
used interlabial pad 2 in this pocl^et 1 28 after the wrap- 
ping container 1 21 is opened. 
[0176] The sanitary napkin 129 can be taken out of 
the wrapping body 1 23 by picking up the stop tape 1 24 
first, pulling it to open one edge part 120b of the wrap- 
ping sheet 1 20 outside, opening the temporarily tacked 
overlapping part 126, and then opening also the other 
edge part 1 20a of the wrapping sheet 1 20 outside. Thus, 
the wrapping container 1 21 is completely opened. 
[OITTJ Here, the direction in which the end part 1 20b 
of the wrapping container 1 20 is pulled Is opposite to the 
direction in which the pocket portion 128 is formed. 
Therefore, the pulling action for opening the overlapping 
part 1 26 has no influence on the pocket portion 1 28. and 
the pocket portion 128 is reduced in receiving damage. 
[0178J Moreover, in order to strengthen the mainte- 
nance state of the pocket portion 1 28, it Is also possible 
to apply an adhesive only to the inside of the sealing 
part for fomiing the pocket portion 1 28 and reinforce the 
opening part of the pocket portion 128. 
[01 79] The opposite side face to body side face of the 
sanitary napkin 1 29 Is coated with an adhesive for being 
attached to an undenivear. Therefore, the wrapping 
sheet 1 20 is provided with a peeling part on the part cor- 
responding to the region coated with this adhesive, so 
that such an adhesive can be protected to be peelable. 
Such a peeling part may be fonmed by separately ap- 
plying a removable material thereto such as removable 
paper and separate film, and the wrapping sheet itself 
may be provided with peeling treatment. When a remov- 
able material Is attached, this material is pref en-ed to be 
adhered to the wrapping sheet with an adhesive in ad- 
vance. In such a manner, it becomes possible to prevent 
extra waste from being thrown away during the fixing 
action of the sanitary napkin 129 as In the case that the 
removable material separate from the wrapping sheet 
is stuck on an adhesive, and this improves the conven- 
ience of the action. 

[0180] The sanitary napkin which can be used in this 
embodiment is not to be restricted to a specific type but 
various types such as a type with wing and a type with- 
out wing and the likes can be applied. 



[Wrapping Body] 

[0181] Next, a wrapping body, in whch the interiabial 
pad is enclosed so that the finger Insertion opening of 
5 the interiabial pad is positioned in the nelghbortiood of 
the pre-opening part of the wrapping container, will be 
explained below. 

[DIM] Fig 38 illustrates a wrapping body 1 33 in which 
the Interiabial pad 2 in accordance with this embodiment 
10 is enclosed In the wrapping container 1 31 as it is. without 
being folded; Fig. 39 Illustrates a wrapping body 1 43 en- 
closing the interiabial pad 2 folded with the belt body 22 
shaped like a chevron; Fig. 40 illustrates a wrapping 
body 1 53 In which the interiabial pad 2 Is folded and en- 
15 closed in a wrapping container 151 to be opened in a 
double-door fonn; Fig. 41 illustrates a wrapping body 
enclosing the interiabial pad 2 folded centering the lat- 
eral line, and a wrapping body enclosing the interiabial 
pad 2 wHh only a part of both sides folded. 
20 [0183] As shown in Fig. 38, when the interiabial pad 
2 is enclosed in such a wrapping container 131 as Is 
opened by stripping the upper side 131a upward from 
the lower side 131b, the interiabial pad 2 is placed and 
enclosed therein with the belt body faced upward. Thus. 
25 a wearer Is able to hold the interiabial pad 2 on the fin- 
gertip by Inserting the finger in the finger Insertion open- 
ing 23 immediately after the wrapping container 131 is 
opened. Moreover, it is preferable that a maricing 1 34 or 
the like is provided on the upper side 131a in order to 
30 cleariy show the direction of stripping. 

[01 84] In Fig. 38 mentioned above, the interiabial pad 
2 is enclosed In the wrapping container 1 31 as it is, with- 
out being folded, however, it Is also preferred to be fold- 
ed for being enclosed so that the finger insertion open- 
35 ing 23 is naturally opened when the wrapping container 
is unsealed. When the interiabial pad 2 is folded, for ex- 
ample, as shown in Fig. 39 (A), the interiabial pad 2 can 
be enclosed in the wrapping container 141 with the 
whole pad folded In a chevron shape. Moreover, as 
40 shown in (B) of the same figure, It is also possible to 
shape only the belt body 22 like a chevron, but fold the 
main body part of the interiabial pad 2 in a V-shape to- 
ward the opposite side to the body side on the other 
hand for enclosing the pad in the wrapping container 
45 141 . Moreover, as shown in Fig. 40, even a wrapping 
container 1 51 to be unsealed by pulling both sides 1 51 A 
and 151 B toward left and right from the top (what is 
called a set of folding doors method), the interiabial pad 
2 can enclose the interiabial pad therein with the belt 
so body 22 folded. 

[0185] The folding mode of the interiabial pad 2 can 
be changed appropriately according to the wrapping 
containers, and it does not matter whether the intertaWal 
pad 2 is folded in half in the vertical direction as shown 
in Fig. 41 (A) or only both side edge parts of the interia- 
bial pad 2 are folded as shown in Fig. 41 (B). 
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[Interfabial Pad) 



<6asic Configuration of Interlabia) Pad> 

[Oitt] The basic configuration of the intertabiaf pad 
In this embodiment wiil be explained below. Fig. 42 is a 
schematic drawing of the body side of the interlabial pad 
2, and Fig. 43 is a cross sectional view of the interlabial 
pad 2. Moreover, the Inteilablal pad 2 can be used for 
absorbing excretions (vaginal discharge) other than 
menstrual blood discharged from a ostium vaginae, and 
can also be used for absorbing urine discharged from 
an urethral opening, namely, it can be used against In- 
continence of urine. 

[0187] The interlabial pad 2 in this embodiment is sub- 
stantially an oblong fonri with a lateral dimension and a 
longitudinal dimension. Moreover, the outline fomi Is el- 
liptic, but as long as it has such a shape as can prefer- 
ably be held, and It can arbitrarily be selected from a 
rectangle, an oblong ellipse, a sandglass type, etc. 
[0188] As shown In Fig. 43, the interlabial pad is com- 
prised of a body side surface in direct contact with the 
. inside of labia and an opposite side face to body side 
face which is faced to the opposite side to the body side 
of a wearer and is not in direct contact with the inside of 
labia. And, the absorbent body 26 is placed between a 
water permeable surface sheet 24 positioned on the 
body side and a water impermeable underside sheet 25 
positioned on the opposite side face to body side face, 
and the surface sheet 24 and the underside sheet 25 
are joined loeachotherin the periphery of the absorbent 
body 26. 

[0189] And, a belt body 22, a mini-sheet piece for the 
interiabial pad, is attached on the side part of the oppo- 
site side face to body side face of the underside sheet 
25 so as to traverse the Interlabial pad 2 in the widthwise 
direction. A finger insertion opening 23 Into which the 
finger can be inserted Is fonned between this belt body 
22 and the underside sheet 25. 
[0190J In order for a wearer to easily discriminate the 
belt body 22, it can also be adjusted so as to differ In a 
color tone, a pattern, orchromatlcily from the underside 
sheet of the interiabial pad by means of coloring, print- 
ing, etc. 

<Other Configurations of Interlabial Pad> 

[0191 J Next, the other configurations of the interiabial 
pad 2 will be explained below. Fig. 44 illustrates an in- 
teriabial pad 20 of a mid-upheaval structure in which the 
mid-area of the absorbent body 26 is upheaved; Fig. 45 
illustrates an Interlabial pad 200 made by putting two 
sheets together differing in the widthwise length; Fig, 46 
illustrates an interiabial pad 21 0 consisting of two layers 
of a main sheet body 21 OA which can be fitted deep in 
the labia and a sub-sheet 210B; and Fig. 47 illustrates 
a state in which the interiabial pad 210 held on the 
finger. 



[0192] In the intertabial pad 20 shown in Fig. 44. the 
absort)ent body 28 is partly upheaved In the widthwise 
center to increase adherence of the interlabial pad 20 
in the labia of a wearer. Therefore, it is possible to pre- 
5 vent menstrual blood from leaking outside, 

(0193) As to the Interiabial pad 200 shown In Rg. 45, 
the auxiliary sheet body 201 having a shorter widthwise 
length is laid on the body side surface of the ordinary 
Interiabial pad 202, and both are joined together at the 
10 front and rear with an adhesive or heat-sealing, ultra- 
sonic sealing, etc., or the overtapping part Is joined to 
each other with an adhesive, or both joining methods 
are used together. This auxiliary sheet body 201 im- 
proves a body fluid absorbing ability of the Interiabial 
'5 pad, and thereby Improves the effect of preventing men- 
strual blood from lealcing. 

[0194J Further, the interiabial pad 210 shown in Fig. 
46 is comprised of a main sheet body 21 OA and a sub- 
sheet body 21 OB, and both are joined together at each 
20 lengthwise edge part, and both are apart inside thereof, 
and further, in the widthwise direction, at least one of 
both sleeve parts is not joined. Therefore, a wearer can 
insert a finger Into the two holes which are the first finger 
Insertion opening 213A between the main sheet body 
25 21 OA and the-sub sheet body 21 OB, and the second fin- 
ger insertion opening 213B between the mini-sheet 
body 21 2 for the interiabial pad and the sub-sheet body 
21 OB. Therefore, the wearer is able to choose either of 
them according to her own depth of labia, and for exam- 
30 pie, a wearer with a shallow depth of labia inserts her 
finger from the first finger insertion opening 213A as 
shown in Fig. 47 (A), while a wearer with a deep depth 
of labia inserts her finger from the second finger Inser- 
tion opening 21 3B as shown in Fig. 47 (B). 
35 [0195] Moreover, the wrapping container for enclos- 
ing such an intertabial pad 21 0 is preferred to be provid- 
ed with the pre-opening parts at two places as the wrap- 
ping container 101 shown in Rg. 32. Moreover, when 
the Interiabial pad 21 0 is enclosed in the wrapping con- 
40 tainer 101, the finger insertion opening 21 3A is posi- 
tioned to the pre-opening part 106A with the character 
"shallow", and the finger insertion opening 213B is po- 
sitioned in the periphery of the pre-opening part 1068 
with the character "deep". 

45 

(Construction Material of Wrapping Container] 
<Wrapping Sheet> 

*o [0196J Known materials can be used as the wrapping 
sheet for the wrapping container. For example, 15-60 
micron polyethylene, polylpropyrene-polyester, polyvi- 
nyl-alcohol, poly-lactic acid, polybutyl-succinate, or 
non-woven fabric, paper, and laminated materials of 
55 these can be used. Specifically, a film consisting essen- 
tially of LDPE (low density polyethylene) resin adjusted 
to 1 5 • 30g/mm2^ecific weight per unit area is generally 
used. 
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[01971 A laminated material of which the outside sur- 
face Is composed of a film of non-woven fabric or paper 
can be used considering wiping property, liquid blocking 
property, etc. Specifically, a composite material can be 
used, on which a film consisting essentially ot the LDPE 
resin adjusted 5 - 20g/m2 specific weight per unit area 
Is laminated on one side of the composite non-woven 
fabric consisting of spun bond, melt blown, spun bond 
of 6 -1 Ogsm, 5 - 20gsm, 6 - 10gsm by weight. 
[0198] Moreover, when washing suitability is consid- 
ered, non-woven fabric such as polybutylene-succinate, 
poly-laclic acid, pofylsocyanate, starch can be used, 
and when the material is obtained from a film and water 
soluble, a film consisting essentially of polyvlnyl-alcohol 
can be used, and use of toilet paper is also possible. 
Specifically, a laminated material of a polyvinyl-alcohol 
film adjusted to 5 - 1 0g/m^ specific weight per unit area 
and water soluble paper adjusted to 1 5 - 30g/m2 can be 
mentioned. 

[01 99] The wrapping sheet can be used also for wrap- 
ping a used interiabial pad and disposing of it when the 
interiablal pad e disposed of after use. In this case, It is 
preferable that menstrual blood adhering to the interia- 
bial pad or absortsed irrto it is prevented from oozing 
from the wrapping sheet, namely, it is preferable that the 
menstrual blood is prevented from adhering to the finger 
when a wearer picks up the wrapping sheet wrapping 
the used Interiabial pad. Therefore, a material rich in liq- 
uid blocking property, for example, a film consisting of 
about 15 - 60 ^im thick polyethylene, polypropylene, 
etc., or a laminated material obtained by laminating the 
raw materials for said film is recommended for the use. 
[0200] Moreover, it Is preferable that the wrapping 
sheet is able to shield the color of the menstrual blood 
adhering to or absorbed in the interiabial pad, 
[0201] To obtain such a shield effect, for example, the 
wrapping sheet is photogravured with an ink consisting 
of a 5 - 40wt% pigment, a 1 0 - 20 wt% resin, and a 40 - 
85wl% solvent, or a sheet material opaqued by mixing 
a 02 - 10wt% pigment in the raw material resin of the 
wrapping sheet is recommended for the use. Othenwise, 
the wrapping sheet may be dyed. The pigment for the 
use may be white or colored, for example, the following 
pigments can be used singly or In combination: C.I. ba- 
sic violet 3, etc. as basic dyes; C.I. vat blue 1 etc. as vat 
dyes; blue 1 , blue 2, C.I. acid red 51 . etc. as add dyes; 
C.l. direct yellow 12. C.l. direct orange 26, C.l. direct 
violet 51. CI. direct blue 1, C.l. direct red 23, etc. as 
direct dyes; C.l. reactive orange 16, CI. reactive black 
5, C.l reactive blue 21 , C.l. reactive red 21 , etc. as re- 
active dyes; titanium oxWe, titanium yellow, caldum car- 
bonate, carison black, ultramarine blue. etc. as Inorganic 
pigments; and yellow 401, orange 204, blue 404, red 
201, CI. pigment yellow 14, CI. pigment green 7, C.l. 
pigment violet 19, C.l. pigment blue 27, CI. pigment 
red166, etc. as organic pigments. 
[0202] It is preferable that the pre-opening part and 
the overiapping part of the wrapping sheet forming the 



unsealing part are made to be repealable and to prevent 

foreign matters from being mixed there. Such measures 
can be achieved by such known techniques as not only 
an arrangement of a stop tape to cover the overiapping 
5 part of the wrapping sheet, but also coating of a small 
quantity of an adhesive atong the overiapping direction, 
joining by embossing, perforations provided inside of 
the area joined by embossing, etc. 

10 <Mini-Sheet Piece for Wrapping Container> 

[0203] A material used for the mini-sheet piece used 
for the wrapping container is prefen-ed to be selected 
considering that the material has strength to be kept un- 
15 damaged when a finger is inserted therein , and the ma- 
terial can be selected singly from among non-woven 
fabric, elastic nonwoven fabric film, foamed film, elastic 
film, foamed sheet, tissue paper, etc. or lamination of 
these. Preferred breaking strength of the material Is at 
20 least 0.6N/inch lateral, and when considering the tough- 
ness, it Is to be selected from a range of 0.6 - 2.5N/lnch. 
Specifically, the material used is a film consisting essen- 
tially of an LDPE resin having a density of 0.91 5 adjust- 
ed to 1 5 - 30 Jim In thfckness, and a foamed film can be 
25 mentioned as an especially preferable material which 
facilitates drawing a finger from the mini-sheet piece for 
the wrapping container, and consists essentially of an 
LDPE resin having capillaries, a density of 0.920, a vol- , 
ume of 0.3 - 1 .0 mm, a 16 - 60% rate of hole area, and 

30 a 0.3 -1.5 mm hole diameter. 

[0204] Moreover, to provide the material with biode- 
gradabilty and water washing capability, the synthetic 
resin composing said structure is replaced with biode- 
gradable or water-soluble resin such as poly-lactic acid, 
35 polybutyl-succinate, PVA resin, etc. Further, a laminated 
material of tissue and said biodegradable or water-sol- 
uble resin can be used. 

[0205] It Is also effective to provide said mini-sheet 
piece for the wrapping container with tensibility or elas- 
40 tteity in the widthwise direction of the underside sheet in 
order to allow a wearer to effectively use the interiabial 
pad related to the present Invention Inrespective of the 
fingertip size of the wearer. 

[0206] In order to provide the mini-sheet piece for the 
45 wrapping container with elasticity, tensible spun bond 
non-woven fabric can be used, which has stress of 0.1 
- 0.5N/25mm at the time of 5% elongation when it is 
elongated with a 1 00 mm knob distance, and a 1 00 mm/ 
min constant stretching speed. Moreover, in order to 
50 provide the mini-sheet piece for the wrapping container 
with elasticity, elastic materials such as a fibrous sheet 
and film sheet using thennoplastic elastomer resin, ther- 
moplastic elastomer resin itself, and crutte rubber may 
singly be used or these may be cwnbined with an ine- 
55 lastk; material for the use. 

[02071 Moreover, In order to provide the mini-sheet 
piece with tensibility. the film consisting essentially of 
said LDPE can also be corrugated. 
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<Stop Tape> 

[0208] For the stop tape, known materials such as a 
film layer coaled with an adhesrve on one side, or tissue 
coated with an adhesive on one side when considering s 
water washing capability, etc. can be used, and are not 
to be restricted. 



[Inhibition Treatment of Number of Living Barteria] 
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[0209] It is more preferable from sanitary point of view 
to perfonn a treatment for suppressing the number of 
living bacteria in the individual wrapping container relat- 
ed to the present invention, especially In the part in con- 
tact with the intertabial pad and the handling member « 
thereof. As the treatments for inhibiting the number of 
living bacteria, sterilizing treatment or gemiicidal treat- 
ment during production, use of antibacterial material for 
the individual wrapping container, etc. can be men- 
tioned. . 20 

[Infomiation Supply for the Usage] 

[021 0] Next, the usage of the interlabial pad enclosed 
in the wrapping container and a means for supplying in- 25 
formation therefore will be explained below. 

<Fixing Method of Intertabial Pad enclosed in Individual 
Wrapping Container related to First Embodiment> 



insertion opening of the intertabial pad. and insert 
a finger of the dominant hand therein. 
[2] Insert two fingers of the other hand in the respec- 
tive finger insertion parts arranged on the side part 
of the wrapping container. 
[3] Open the two inserted fingers to the left and r^hl 
and separate a part or the whole of the wrapping 
container along the broken line. 
[4] Laterally widen the labia by the fingers holding 
the separated sections of the wrapping container. 
[5] Fix the intertabial pad held on the finger of the 
dominant hand between the labia while seeking a 
fixing point 

[6] Throw away the sections of the wrapping con- 
tainer. 

<Fixing Method of Intertabial Pad enclosed In Individual 
Wrapping Container related to Third Embodiment> 



[0211] 



30 



[1 1 Unseal the pre-unwrapped opening of the wrap- 
ping container related to the first embodiment to ex- 
pose the finger insertion opening, and insert a finger 35 
of the dominant hand therein. 
[2] Insert two fingers of the other hand in the finger 
insertion openings of the wrapping container. 
[3] Open the inserted fingers to the left and right and 
separate a part or the whole of the wrapping con- 40 
tainer along the broken line. 
[4J Laterally widen the labia by the fingers holding 
the separated sections of the wrapping container. 
[5] Fix the interlabial pad held on the fingers of the 
dominant hand between the labia while seeking a 4s 
fixing point. 

[6] Throw away the sections of the wapping con- 
tainer. 

<Fixing Method of Interiabial Pad enclosed in Individual so 
Wrapping Container related to Second Embodiment> 

[0212] 

[1] Unseal the pre-unwrapped opening by pfcking 5S 
the tab on the wrapping container consisting of a 
two-fold wrapping sheet and open the wrapping 
container to the left and right, to expose the finger 



[0213] 

[1] Tear a part of the pod-like wrapping container 
along the broken line to expose the finger insertion 
opening of the interiabial pad, then insert a fingerof 
the dominant hand. 

[2] Insert two fingers of the other hand in the finger 
insertion part on the side part of the wrapping con- 
tainer. 

[3] Open the two fingers inserted in [2] to the left 
and right and separate a part or the whole of the 
wrapping container along the broken line. 
[4] Laterally widen the labia by the fingers holding 
the sections separated In [3] of the wrapping con- 
tainer. 

[5] Fix the interlabial pad held on the finger of the 
dominant hand between the labia while seeking a 
fixing point. 

[6] Throw away the sections of the wrapping con- 
tainer. 

<Rxing Method of Intertabial Pad enclosed in Individual 
Wrapping Container related to Fourth Embodiment> 

[0214] 

[1] Separate the wrapping container along the bro- 
ken line in the center of the wrapping container into 
two sections. 

[2] Take out the intertabial pad and insert a fingerof 
the dominant hand from the finger Insertion opening 
of the interlabial pad. 

13] Put the wrapping container separated in two in 

[1 1 on two fingers of the other hand. 

[4] Laterally widen the labia by the fingers holding 

the sections of the wrapping container 

[5] Rx the Interiabial pad held on the finger of the 

dominant hand between the labia while seeking a 

fixing point 
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[6] Throw away the sections of the wrapping con- 
tainer. 



dominant hand between the labia while seelcing a 
fixing point. 



<FbcingMethodoflnterlabialPadenclosedlnindividual <^'»"9^?*^«^'"^^f^^^^ 
Wrapf3ngContainerrelatedtoFlfthEmbodiment> 5 Wrapping Container related to Eighth Embodiment* 



[0215] 

[1] Unseal the wrapping container consisting of the 
three-fold wrapping sheet positioned outside. 
[2] Separate the inner wrapping body along the bro- 
ken line in the center part. 
[3] Take out the interlabia! pad and insert a finger of 
the dominant hand from the finger insertion opening 
oftheinteHabialpad. 

[4] Put the inner wrapping container separated in [2] 

on two fingers of the other hand. 

[51 Uterally widen the labia by the fingers hoWing 

the sections of the inner wrapping container. 

[6] Fix the intertabial pad held on the finger of the 

dominant hand between the labia while seeking a 

fixing point. 

[7] Throw away the sections of the Inner wrapping 
container. 

<Fixing IWethod of Intertabial Pad enclosed in Indwidual 
Wrapping Container related to Sixth Embodiment* 

[0216] 



[1] Expose the pocket portion by pulling the stop 

tape and open the wrapping sheet outside. 

[2] insert a finger in the finger insertion opening of 

the Intertabial pad enclosed In the pocket portion (or 

the upper part of the pocket portion). 

[3] Take out the interlabial pad from the wrapping 

container by drawing the finger out of the pocket 

portion. 

[4] Fix the intertabial pad held on the finger of the 
dominant hand between the labia while seeking a 
fixing point. 

<Fixing Method of Intertabial Pad enclosed in Individual 
Wrapping Container related to Seventh Embodiment* 

[0217] 



[0218] 

[11 Confirm the top and bottom of the wrapping cen- 
to tainer by the pattern and hoW the wrapping contain- 
er in the correct direction. 
[21 Confinn the pre-opening part and unseal it. 
[31 Confimi the mini-sheet piece.for the interlabial 
pad attached on the intertabial pad in the unsealed 
15 inner wrapping container, and then insert afinger in 
the finger insertion opening between the opposite 
sde face to body side face of the intertabial pad and 
the mini-sheet piece. 

[4] Take out the intertabial pad heW on the inserted 
finger from the wrapping container by lifting it up. 

[021 9] The above usage is to induce the correct using 
methods for fixing the intertabial pad enclosed in the 
wrapping container between labia, and it is not to be re- 
stricted whether the intertabial pad is singly used or it is 
used together with a sheet-like absort)ent artfcle such 
as a sanitary napkin and a panty liner, and also with a 
tampon, a pants-fomned sanitary napkin, etc. Moreover, 
when the interlabial pad is used together with another 
30 sanitary article such as a sanitary napkin and tampon, 
such actions as fixing the sanitary napkin to the under- 
wear, inserting the tampon in the ostium of vagina, etc. 
are performed before entering the above using meth- 
ods. 

<Methodfor Removing (Replacing) the Intertabial Pad> 
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[0220] 
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[11 Confirm which is suitable for own depth of labia 
of the two pre-opening parts from the mari(s added 
in the neighbortiood of the pre-opening parts of the 
wrapping container. 

[21 Expose the finger insertion opening of the inter- 
labial pad suitable for the depth of own labia by un- 
seating the pre-opening part with the character suit- 
ed for the depth of own labia. 
[31 Insert the finger of the dominant hand In the fin- 
ger insertion opening exposed in [21. 
[41 Fix the interlabial pad held on the finger of the 
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[11 Lower the underwear. 

[2] Remove the used Interlabial pad from between 
the labia. Or throw It away with urination Into toilet 
bowl. 

[31 Wipe the section with some wiping sheets like 

tissue etc. 

[4] Fix a new intertabial pad. 
[5] Raise the underorear. 

[0221] The interlabial pad individual wrapping con- 
tainer is used as the member for the actions in the above 
[21or(41,orlnboth. 

[02221 Moreover, when the interlabial pad Is used to- 
gether with another sanitary article, the disposal proc- 
ess of such a sanltaiy artfcle Is added to the above pro- 
cedure for the use. 
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<lnformatlon Supply for the Usage? 



[0223J In order to prevent a wrong fixing method with 
regard to the interlabial pad related to the present inven- 
tion, it Is preferable to provide a wearer with the Infor- 
mation on the usage as stated as above. 
[0224] Here, the following cases can be mentioned as 
wrong fixing methods of the interlabial pad, for example: 
the interlabial pad Is tried tobefixed laterally to the vuhra 
siit; the intertabial pad is tried to be vertically inserted 
into the ostium of vagina like a tampon; the interlabial 
pad Is fixed with the inside turned out when; and the in- 
terlabial pad is not fitted Inside of the labia but is placed 
as if It were put on the surface of the sanitary napkin 
used together In such cases, there Is a fear of Impairing 
the wear feeling, inducing excessive leak of menstrual 
blood, or coming off of the Intertabial pad from inside of 
the thigh of the wearer. 

[0225] With regardtothe interlabial pad and the wrap- 
ping container related to the present invention, In order 
to prevent such wrong fixing, it is preferable that a wear- 
er is correctly notified of the correct use procedures of 
the interlabial pad for its sufficient effect, and moreover, 
the wearer is clearly notified of the fixing method for be- 
ing enabled to smoothly perform the wearing action. 
[0226] As methods for supplying the information to 
wearers, the following methods can be mentioned, 
namely: the explanation of the usage is arranged In the 
individual wrapping container together with the Interla- 
bial pad; the usage is printed on the surface and inner 
wall of the individual wrapping container; 
[0227] The description therefore Is enclosed in the 
outer package; the usage is presented on a cooperative 
magazine together with the explanation of the article; 
the usage is presented on a home page through the In- 
ternet; the usage is presented on a display rack of a 
shop together with the article; the description therefore 
is enclosed In a sample article package; posting the de- 
scription into toilets for women; oral explanation at a 
customers' dink:; etc. Preferable methods among such 
ones are those whfch can be confinned by wearere eve- 
ry time they use it, namely: an Individual wrapping con- 
tainer is provided with the description of the usage there- 
in together with the interlabial pad, and the usage is 
printed on the outer and inner surfaces of the individual 
wrapping container, and more preferable method is to 
enclose the description attached to the intertabial pads 
in the outer package of them. 
[0228] A method for providing the individual wrapping 
container with the description of the usage is, for exam- 
ple, as shown in Fig. 48, through placing the description 
168 inside of the wrapping sheet 160, and folding the 
description 1 68 together with the wrapping sheet 1 60 at 
the lime of enclosing the intertabial pad therein, to foim 
them Into the wrapping body 163. In such a manner, as 
shown in Fig. 49. when the wrapping container 161 Is 
unsealed, the description 168 Is exposed immediately, 
therefore, the description 168 surely attracts wearers' 



notice when they use the interiabial pads. 
P)229] Moreover, as a method for printing the usage 
on the individual wrapping container, it is preferable to 
print It in the neighborhood of the pre-opening part for 
5 unsealing the individual wrapping container in order to 
prevent wearers from overtooking said printed part. 
Specifically, as shown in Fig. 50, numbers and symbols 
are used for inducing a sight line of a wearer so that the 
wearer Is able to sequentially followthe usage according 
10 to the actions in which the wearer unfolds the folded 
wrapping sheet 1 90 and unseals the wrapping container 
1 91 . Moreover, the usage can be printed using pictures 
and sentences according to such numbers and sym- 
bols, however, only pattems may be used for the print- 
's ing. Moreover, it is preferable to print the sentences in 
the direction orthogonal to the opening direction. When 
the description of the usage is printed directly on the 
individual wrapping container so as to be faced to the 
front of the wearer, such a troublesome action can be 
^ omitted, as the description has to be thrown away every 
time a wearer uses the interiabial pad, compared with 
the case in which the description is provkfed separately, 
and the fitting is more simplified. 
[0230] As a method for enclosing the description in 
25 the outer package, it is especially preferable that a box 
type outer package formed from a carton or a thermo- 
plastic resin is provided with an entrance on the top for 
taking out the interiaby pad so that the description can 
be taken out Immediately when such an entrance is 
30 opened. 

[0231] Moreover, it is also possible to stick the de- 
scriptton on the top side (surface) or on the back side 
(innersurface)oftheouterpackage, and to directly print 
the explanatory sentences and drawings on the top sur- 

35 face or on the inner surface of the outer package, or on 
the front face (especially, front upper face). In such a 
manner, it becomes possible to let a wearer visually 
check the explanatory sentences and drawings every 
time she takes out the interlabial pad indlvWual wrap- 

^ ping body from the outer package. 

[0232] As an outer package, various shapes can be 
adopted from the view points such as wearers' prefer- 
ence and ease of use, easiness for the manufacturing 
process, and superiority and inferiority of the distribu- 

« tion. For example, using the outer packages as shown 
in Fig. 51 through Fig. 56, the individual wrapping con- 
tainers can be enclosed therein. 
[0233] Moreover, as an example of the description to 
be provided on the individual wrapping containers and 

so the outer package, a combination of photographs and 
the explanatory sentences corresponding thereto can 
be mentioned as shown In Rg. 57. 
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Industrial Applk:abllity 

[0234] As explained above, according to the present 
invention, when a wearer fixes or unfixes the Interiabial 
pad, the wearer can makes use of the interiabial wrap- 
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ping container. Therefore, it is possible for the wearer to 
perform such actions while preventing her fingers from 
coming in contact with the iabia, without complicating 
the fixing and unfixing actions. 
[0235] Moreover, since the interlabial pad is enclosed 
in the interlabial pad individual wrapping container so 
that a finger can be Inserted in the finger insertion open- 
ing of the Interiabial pad immediately after the interlabial 
pad individual wrapping container is unsealed, the Inter- 
labial pad can be held on the fingertip quickly and 
smoothly, and the fixing and unfixing actions of the in- 
teriabial pad can also be perfomied quicker. 
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1 . A wrapping container for Individually wrapping an 
Interlabial pad, comprising: 

a wrapping container; and 
a separation portion for separating the wrap- 
ping container Into two separated sections, 
wherein each separated section after the sep- 
aration turns up to be an operation member for 
wearing or removing said intertabia! pad. 

2. The wrapping container for individually wrapping an 
Interlabial pad of claim 1, wherein said wrapping 
container comprises respectively finger Insertion 
portions for inserting fingers respectively in a por- 
tion becoming respectively an separated section af- 
ter the separation; and 

in a state where said wrapping container is 
separated into respective separated sections at the 
separation portion, fingers are inserted into the fin- 
ger insertion portions of respective separated sec- 
tions which tum up to be an operation member for 
wearing or removing said interiabial pad. 

3. The wrapping containerfor individually wrapping an 
interiabial pad of claim 2, wherein: said finger inser- 
tion portion comprises: 

a mini sheet piece for a wrapping container at- 
tached so that an opening for Inserting a finger 
is fomned, 

two or more bonding portions in the wrapping 
container, and 

one or more non-bonding portions in the wrap- 
ping container; 

wherein said mini sheet piece for wrapping 
container is attached in a state striding across said 
separation portion in said wrapping container, or 

said mini sheet pieces are attached respec- 
tively to both sides of said separation portion. 
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interlabial pad of claim 3, wherein said mini sheet 
piece for wrapping container is attached to an outer 
face side and/or an inner face side of said wrapping 
container. 

The wrapping containerfor indwidually wrapping an 
Interiabial pad of one of claims 2 to 4, wherein: 

sakl wrapping containerfor individually wrap- 
ping an interiabial pad Is a wrapping container 
for individually wrapping an interiabial pad 
which wraps an interiabial piad having a finger 
insertion opening; and 

in addition to said separation section, the wrap- 
ping container for individually wrapping an in- 
teriabial pad is provided with a pre-unwrapped 
opening that allows the finger Insertion opening 
of the interiabial pad contained therein to beex- 
posed naturally at the beginning of unwrapping 
the wrapping container for individually wrap- 
ping an interiabial pad. 

The wrapping containerfor individually wrapping an 
interiabial pad of claim 5, further comprises: 

a series of wrapping sheet wound in a way to 
form an overiapping part where a part thereof 
is overiapped, or 

a series of wrapping sheet superimposed in a 
way to form an overiapping part where both 
ends thereof are superimposed each other, 

wherein said pre-unwrapped opening is 
formed of said overiapping part. 

r. The wrapping containerfor Individually wrapping an 
Interiabial pad of claim S, wherein: 

said pre-unwrapped opening comprises: 

a broken line whose both ends are con- 
nected to said separation portion, and 
a tearing portion fomied by tearing off a 
part of said wrapping container for individ- 
ually wrapping an interiabial pad along the 
broken line; 

wherein the unwrapping Is executed by tear- 
ing off a part of said wrapping container for individ- 
ually wrapping an interiabial pad along the broken 
line. 

8. The wrapping containerfor individually wrapping an 
interiabial pad of any one of claims 5 to 7. wherein 
said separation portion and said pre-unwrapped 
opening facing each other. 



4. ThewrappingcontainerforindivWualhrwrappingan 9. ThewrappingcontainerforindMduallywrappingan 



2S 



49 



EP 1413 272 A1 



50 



interlabial pad of claim 1 . wherein: 



said wrapping container for individuaily wrap- 
ping an intertabial pad is a wrapping container 
for individually wrapping an Interlabial pad s 
which wraps an interlabial pad having a finger 
insertion opening; 
the wrapping container comprises 

a pre-unwrapped opening that allows the io 
finger insertion opening of the interlabial 
pad contained therein to be exposed natu- 
rally at the beginning of unwrapping of the 
wrapping container, and 
a separation edge turning to be said sepa- is 
ration portion; 

said wrapping container has a bean sheath 
shape comprising: 

a pre-unwrapping edge along one edge 
thereof and, at the same time, sard sepa- 20 
ration edge is provided along one of the 
edges continuous to this pre-unwrapping 
edge, and 

a finger cot where a finger can be inserted 
is formed right and left respective sides 2s 
face becoming respectwely an separated 
section after the separation of the wrapping 
container along said separation edge; and 

in estate where said wrappingcontainerlssep- 3o 
arated into respective pieces, fingers are in- 
serted in sard finger cot section portions in re- 
spective pieces which turn up to be an opera- 
tion member for wearing or removing said in- 
terlabial pad. ^ 

10. The wrapping containerfor individually wrapping an 
interfabiat pad of claim 9, wherein: 

said pre-unwrapping edge comprises 40 

a brolcen line whose both ends are con- 
nected said separation portion, and 
a tearing portion fornied by tearing off a 
part of said wrapping container for Indwid- 45 
ually wrapping an interlabial pad along the 
' broken line; 

the unwrapping of said pre-unwrapping edge is 
executed by tearing off a part of said wrapping so 
container for Individually wrapping an intertabi- 
al pad along said brolcen line; and 
thestarting point of said broken line is disposed 
In such a place to be position near the finger 
insertion opening of the interlabial pad, when 55 
said intertabial pad is contained. 

1 1 . The wrapping container for individually wrapping an 



intertabial pad of claim 1 , wherein: 

said wrapping container comprises a longitudi- 
nal flat cylindrical shape having both ends 
closed; and 

in a state where said wrapping container is sep- 
arated into respective separated section at said 
separation portion, the wrapped intertabial pad 
is exposed and. at the same time, the separa- 
tion portion of the separated respective piece 
becomes an opening where a finger can be in- 
serted, and, by Inserting the finger from the. 
opening, turns up to be an operation member 
for wearing or removing said intertabial pad. 

12. The wrapping container for individually wrapping an 
intertabial pad of claim 1 1 , wherein said separation 
portion is set in such length that the starting point 
thereof starts from one end edge and that the ter- 
minal thereof does not reach the opposed other end 
edge. 

13. A wrapping container for individually wrapping an 
intertabial pad, comprising: 

an inner wrapping container for directly wrap- 
ping an intertabial pad, and 
an outer wrapping container for wrapping an in- 
ner wrapping body containing the interlabial 
pad in saki inner wrapping container, wherein: 

said inner wrapping container comprises a 
longitudinal flat cylindrical shape where 
both ends are ctosed; 
•said inner wrapping container comprises a 
separation portion for separating said 
wrapping container into two small sections; 
and 

in a state where saM wrapping container is 
separated into respective separated small 
sections at said separation portion, the 
separation portion of respective small sec- 
tions becomes an opening where a finger 
can be inserted, and inserting the finger 
from the opening turns up to be an opera- 
tion member for wearing or removing said 
inteilablalpad. 

14. A wrapping container for indivklually wrapping an 
intertabial pad having a finger Insertion opening, 
wherein: 

said wrapping container is made of a wrapping 
sheet having a pocket portton having a size ca- 
pable of holding an intertabial pad having a size 
and shape allowing to be kept by pinching be- 
tween the labia. In a state where the interiabial 
pad is folded half longitudinally taking the lon- 
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gitudinal direction of Interlabial pad as an axis. 

15. The wrapping container for individually wrapping an 
interlabial pad of claim 14, wherein said pocket por- 
tion comprises a place where a part of a series of 
wrapping sheet is bent. 

16. A wrapping container for individualty wrapping an 
Interlabial pad.with a mini sheet piece, for fomning 
a finger insertion opening, said wrapping container 
having a vertical direction of the interlabial pad, 
comprising: 

a vertical direction indication means for Indicat- 
ing the vertical direction related to the pre-un- 
wrapping portion for unwrapping said wrapping 
container. 

17. A wrapping container for Individually wrapping an 

interlabial pad having different finger insertion point 
according to personal differences, wherein: 

a pre-unwrapping portion Is provided for un- 
wrapping said individual wrapping container, 

saidpre-unwrapping portion is disposed in ptu- 
rality according to the finger insertion point 
based on the personal equation of said individ- 
ually wrapped intertabiai pad and, moreover, 
said wrapping container is provided with an un- 
wrapping position guide means for guiding a 
kind of said finger insertion position. 

18. A wrapping container for individually wrapping an 
interlabial pad having a finger insertion opening, 
wherein: 

the pre-unwrapping portion for unwrapping said 
wrapping container is unwrapped by tearing off 
a part of said wrapping container along a bro- 
ken line introducing the position of said pre-un- 
wrapping portion; and 

the interlabial pad is contained so that said fin- 
ger insertion opening is exposed first, in a state 
where said pre-unwrapping portion is un- 
wrapped. 

19. The wrapping container for individualty wrapping an 
interlabial pad of one of claims 1 to 18, comprising 
a laminate material having a fiber sheet on the inner 
face side, and a film sheet on the outer face side. 

20. The wrapping container for individually wrapping an 
Interlabial pad of any one of claims 1 to 19, com- 
prising a biodegradable material and/or a water-sol- 
uble material and^or a water dispersible material. . 

21. A wrapping body, comprising: an interlabial pad 
having a mini sheet piece for the interlabial pad 



fomning a finger insertion opening where an open- 
ing of flngerbreadth Is secured and a finger insertion 
space following the opening, and a wrapping con- 
tainer for individually wrapping an interlabial pad, 
5 wherein: 

said interlabial pad is contained as folded so 
that said finger insertion opening opens when 
the pre-unwrapping portion Is opened In order 
10 to open said wrapping container. 

22. The wrapping body of claim 21 , wherein said inter- 
labial pad is contained, so that said mini sheet piece 
for said Interlabial pad is folded toward the opposite 

1$ side to the body side along the substantial central 
line in the longitudinal direction of said interlabial 
pad. 

23. A wrapping body, comprising: 

20 

an interlabial pad having a mini sheet piece for 
intertabiai pad, the mini sheet piece having a 
finger insertion opening where an opening of 
flngerbreadth is secured and a finger Insertion 
25 space following the opening, and 

a wrapping container for individualiy wrapping 
an Interlabial pad, wherein: 

said intertabiai pad is contained in a direc- 
30 tion orthogonal to said wrapping container 

for individually wrapping an intertabiai pad. 

24. A wrapping body, comprising: 

35 an intertabiai pad having a mini sheet piece for 

interlabial pad, the mini sheet piece having a 
finger insertion opening where an opening of 
flngerbreadth is secured and a finger insertion 
space following the opening, and 

40 a wrapping container for individually wrapping 

an interlabial pad, wherein: 

said intertabiai pad is contained so that 
said finger insertion opening In said inter- 
ns labial pad to be contained is positioned 
near the pre-unwrapping portion for un- 
wrapping sakj vyrapping container for indi- 
vidually wrapping an interlabial pad. 

50 25. A wrapping container for individual wrapping of san- 
itary napkin, comprising a pocket portion for receiv- 
ing intertabiai pad in order to receive a used inter- 
labial pad. 

55 , 
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The requirement for unity of invention in international applications 
(POT Rule 13. 1} will be satisfied if and only if there is a technical 
relationship including one or two or more identical or corresponding 
special technical features among a group of inventions described in Claims , 
such "^special technical features'' referring to technical features that 
clearly indicate contribution of the inventions described in Claims to 
the prior art as a whole (PCT Rule 13. 2) . 

Accordingly, when the descriptions given in Claims of the present 
international 

Application are considexed> it is seen that (1) in the inventions 
described in Claims 1-13 and the inventions described in Claims 19 and 
20, the matter common to the portions quoting Claims 1-13 is *an interlabial 
pad individual packaging vessel that is such that individual cut pieces 
resulting from separating the packaging vessel into such cut pieces serve 
as operating members in interlabial pad mounting or dismounting/ (2) 
in the inventions described in Claims 14 and 15 and the inventions described 
in Claims 19 and 20/ the matter common to the portions quoting Claims 
14 and 15 is "an interlabial pad individual packaging vessel having a 
f inger insertion port that is made of a packaging sheet having a pocket 
portion of the size to receive an interlabial pad," .(3) in the inventions 
described in Claims 16-18, 21, 22, 24 and the inventions described in 
Claims 19 and 20, the matter common to the portions quoting Claims 16-18 
is "an interlabial pad individual packaging vessel having a finger 
insertion port that is provided with a pre-opening section for opening 
the packaging vessel," (4) the invention described in Claim 23 relates 
to "an interlabial pad individual packaging vessel having a finger 
insertion port, in which the interlabial pad is wrapped in a direction 
orthogonal to the packaging vessel/ and (5) the invention described in 
Claim 25 relates to "a sanitary napkin individual packaging vessel provided 
with a pocket portion for receiving the used interlabial pad." 

The matter common to the inventions of (l)-(5) is "an interlabial pad" 
and the matter common to the inventions of (2) - (4) is "a packaging vessel 
for individually packaging interlabial pads having a finger insertion 
port." However, " interlabial pads having a finger insertion port** are 
publicly known, as disclosed, fox example, in WO 99/01096 Al (THE PROCTER 
S GAMBLE COMPANY) 1999.01. 14^ and since individual packaging is quite 
natural, neither "an interlabial pacf nor "a packaging vessel for 
individually packaging interlabial pads having a finger insertion port" 
can be "a special technical feature." Then, it may safely be said that 
"a special technical feature" does not exist between the individual 
inventions of (l)-(5). 
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